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Innovation and tradition since 1924,

A Having a tradition since 1924, ASAM is one of the biggest industrial producers from Romania, its main activity being industrial and auto parts
&ly’ & subunits production.

By tradition ASAM SA is oriented towards research and innovation, having a consistent portfolio of patents and inventions. This concern still exists
today maintaining tradition in this way. Due to this fact the product portfolio and the production capacities are permanently adapted to the internal
requirements and for export that are growing bigger and more complex.

-~

" i‘ Cu o traditie inca din 1924, ASAM este unul dintre marii producatori industriali din Romania, activitatea sa principala fiind productia de piese
wy si subansamble auto si industriale.
Prin traditie ASAM SA este orientat spre cercetare si inovatie, avand un portofoliu consistent de brevete si inventii. Aceasta preocupare exista si astazi
continuand traditia. Datorita acestui fapt portofoliul de produse si capacitdtile de productie sunt permanent adaptate cererilor interne si pentru
export tot mai mari si mai complexe.
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Y et des subansembles auto et industrielles.

ASAM SA est traditionnellement orientée vers la recherche et I'innovation, avec un important portefeuille des brevets et des inventions . Cette préoc-
cupation exists aujourd’hui en pursue la tradition. En raison de cette, le portefeuille de produits et des capacités de production sont constantement
adaptés a la demande intérieure et pour exporter de plus en plus et complexe.

=2 C 1924 ropa, «<ASAM» S.A. ABNAETCA OAHVM U3 BefyLMX PYMbIHCKMX MPOW3BOAMTENEN Y3108 1 3anacHbIX YacTen ANA MaLIMHOCTPOEHUA U
®’  aBTOMOOGWNECTPOEHNA.

Mo Tpagnunn «<ASAM» S.A. BeieT Hay4YHO-UCNeA0BaTENIbCKYIO 1 HOBAaTOPCKYHOA AeATENIbHOCTb, YTO CBMAETENbCTBYETCA MHOTMMY NaTeHTamMu. Takum

06pa3om, NPOV3BOACTBEHHbIE MOLLHOCTY 1 MPOAYKLUMA MOCTOAHHO afanTupyioTca TpeboBaHWAM BHYTPEHHErO 1 3apyBeXXHbIX PbIHKOB.

} Depuis I'année 1924, ASAM est I'un de plus grande producteurs industriels en Roumanie, son activité principale est la production des pieces
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/j_iE ASAM SA was established in 1924 as The Administration of Aviation and Marine Establishments. In that moment it was functioning as a workshop
\@lb’ of plane repairs for the 2nd Royal Military Flotilla. Starting with 1963, ASAM SA has ensured the repairs for trucks, tractors and utility vehicles (farm
vehicles) of Russian and Romanian type. Since 1972 the new name is the Factory of Auto Parts (IPA in Romanian), the factory has started producing spare
parts and assembles for cars and high tonnage equipment being an important supplier for ROMAN Brasov. Since 1991 IPA becomes again ASAM SA - (Auto
Mechanical Assemblies & Subassemblies) Since 1992 ASAM SA has started producing car parts, and especially for Dacia cars, evolving and being still pres-
ent today. In 2000 ASAM SA becomes a member of Conex Group Company and joins an intense retechnologization process, spreading the covering area
of the manufactured products to diff erent brands and models of cars, trucks and utility cars.

" ) ASAM S.A. a fost infiintata in 1924 ca Administratia Stabilimentelor Aviatiei si Marinei. In acel moment functiona ca atelier de reparatii avioane
2" pentru Flotila a Il - a Regala Militara.

Incepand din 1963, fabrica se numea intreprinderea de Reparatii Auto (IRA) asigura reparatiile pentru camioane, tractoare si masini agricole de productie
ruseascé si autohtona. Din 1972 noua denumire este intreprinderea de Piese Auto (IPA), fabrica incepand s& producé piese de schimb si ansamble pentru
masini si utilaje de mare tonaj fiind un furnizor important pentru ROMAN Brasov. Din 1991 IPA redevine ASAM S.A — Ansamble si Subansamble Auto si Me-
canice S.A. Din 1992 fabrica a inceput sa produca piese pentru autoturisme, si in special pentru autoturismele DACIA, lucru care a evoluat si se realizeaza si
astazi. In anul 2000 ASAM S.A. devine membra a Grupului de Firme Cone, si intré intr-un proces intens de retehnologizare, aria de acoperire a produselor
realizate extinzandu-se la nenumarate marci si modele de autoturisme, camioane si masini utilitare.

" F ASAM SA a été fondée en 1924 en tant LAdministration de Les Etablissements d’Aviation et de la Marine. A cette époque, a fonctionné comme un
~ atelier de réparation des aéronefs pour la Flotte Il - iemmé Militaire Royal.

Depuis 1963, l'usine s'appelle Auto Repaire Entreprise (IRA); I'usine prévoit des réparations pour les camions, les tracteurs et les machines agricoles de

production russe et autochtone. En 1972, le nouveau nom est Auto Piéces Entreprise (IPA), I'usine a commencé a produire des piéces de rechange pour

les machines et les assembles pour la machinerie lourde étant un fournisseur majeur pour le ROMAN Brasov.

Depuis 1991, IPA restauré ASAM SA - Ensembles et Sous-ensembles Auto et Mécanique. Depuis 1992, I'usine a commencé a produire des pieces pour les

voitures, et en particulier pour les voitures Dacia, qui a évolué et est aujourd’hui réalisée.

En 2000 ASAM S.A. devenir un membre de la Groupe des Sociétés Connex, et entrer dans un processus intense de modernisation, fabrique en sétendant

a de nombreuses marques et modeéles de voitures, camions et voitures utilitaires.

/U\’ «ASAM» S.A. peiicTBOBana noj HaseaHuem: Administratia Stabilimentelor Aviatiei si Marinei (YnpasneHue Mpeanpuatuamu Asrauun n Mopckoro
- dnorta), roe pemoHTUpoBanucb camoneTsl |l — i1 Koponesckoli BoeHHo Onotunuum.

B 1963 r. peiicTByeT nog HassaHuem Intreprinderea de Reparatii Auto (I. R. A): peMOHT rpy30BMKOB, TPAaKTOPOB U CENbCKOXO3ANCTBEHHOI TEXHUKM
PYMbIHCKOFO 1 COBETCKOrO Mpon3eoacTea. B 1972 ., nog HassaHuem Intreprinderea de Piese Auto (I. P. A.), Npou3BoaUT 3an4acTyi 1 y3/bl [N1A TAXKENOoi
TEXHUKM 060pyaoBaHUA, B T.u. 1 AnA rpy3oBukoB «<ROMAN» — Bpatwos. C 1991 r. |. PA. ctaHoBUTCA cHOoBa «<ASAM» S.A. - TPOV3BOATCBO Y3/10B 1 3anyacTei
ONA aBTOMOOWNBbHON NPOMBILINEHHOCTY, @ € 1992 . - feTanel Ana NerkoBbix aBTomobunen, B T.u. Ana asTomobunen DACIA n Daewoo, NpoeKT KOTOPbIN
NOCTOAHHO Pa3BMBAETCA N Ha CErOAHALIHMI AeHb. B 2000 rogy «<KASAM» S.A. npu Bxopae B cocTas pynnbl drpm «Conex» HauMHaeT MHTEHCUBHBIV NpoLecc
nepeobopyaoBaHua 1 MoaepHu3aLuu. Mpy 3ToM, NOCTOAHHO PaCLIMPUICA aCCOPTUMEHT NPOAYKLUY, KOTOPbIV BKIOYaeT 3anyacTi AJ18 MHOTUX Mapok
aBTOMOGWIIEN 1 TPY30BUKOB.



= ASAM owns a modern foundry line with automatic moulding and performant induction furnaces with controlled atmosphere. Itis biggest found-
aly ry of this type in Moldova, having a moulding capacity of 10 tons on a shift. ASAM laboratories are specialized in chemical analysis, metrology
and mechanical tests, spectral analysis for moulded steels and metals, metallographic analysis, mechanical tests, hardness measurements. ASAM labo-
ratories have RENAR accreditation. ASAM forge is equipped with press machines with big capacity, from 400 up to 1000 tons and a maxi press of 10.000
tons power. These equipments allowed the assimilation during manufacturing process of some forged parts being extremely complex. The matrices used
in forging processes are designed and executed by ASAM specialists in SDV own division. The forge division owns 2 furnaces of medium capacity with
controlled atmosphere - ensuring optimum heating of the semimanufactured good and high quality of the forged parts.

’( D ASAM dispune de o linie moderna de turnare cu formare automata si cuptoare de inductie performante cu atmosfera controlata. Este cea mai

" mare turnatorie de profil din Moldova, avand o capacitate de turnare de 10 tone pe schimb. Laboratoarele ASAM sunt specializate in anallze
chimice, metrologie si incercari mecanice, analize spectrale pentru oteluri turnate si metale, analize metalografice, teste mecanice, masurari ale duri .
Laboratoarele ASAM sunt acreditate RENAR. Forja ASAM este dotata cu prese de mare putere, de la 400 pana la 1000 de tone, si 0 maxi presa de 10.000
de tone forta. Aceste dotdri au permis asimilarea in fabricatie a unor piese forjate extrem de complexe. Matritele utilizate in procesele de forjare sunt
proiectate si executate de specialistii ASAM in sectie proprie de SDV. Sectia forja dispune de doua cuptoare de capacitate medie cu atmosfera controlata
- asigurand incalzirea optima a semifabricatului si o calitate superioara a reperelor forjate.

/( \/ ASAM a une ligne moderne de fonderie avec formation automatique et des fours a induction performants avec atmosphére controlée. Elle est la

# plus grande usine avec ce profil dans la Moldavie, avec une capacité de moulage de 10 tonnes par quart de travail.
Les laboratoires du ASAM sont spécialisés dans I'analyse chimique, de métrologie et d'essais mécaniques, I'analyse spectrale pour les moulages d'acier
et des métaux, I'analyse métallographie et essais mécaniques, mesures de dureté. Les laboratoires ASAM sont accrédités RENAR. La forge ASAM est équi-
pée avec presses mécaniques de grande puissance a partir de 400 a 1000 tonnes et une grande presse de 10.000 tonnes. Ces installations ont permis a
I'assimilation de la fabrication des piéces forgées trés complexe. Moules utilisés dans les processus d'établissements sont congus et réalisés par des spé-
cialistes ASAM dans sa propre section SDV. L'atelier de la forge a deux fours de capacité moyenne avec atmosphére controlé - assuré le chauffage optimal
pour le semi-fini et une supérieur qualité pour les pieces forgées.

’U «ASAM» S.A. OCHalleH COBPEMEHHOI aBTOMaTUYECKON JIMHUEN INTbA U MHAYKLMOHHBIMU NeYyamm C KOHTPOIMPYeMOI aTMOChepON, rae MoryT
4

oTnmBatbcA 10 TOHH feTanen B CMeHry.
B nabopatopusax «<KASAM» S.A. NPON3BOAATCA: XUMUYECKUI aHaNn3, MeXaHWYecKne UCMbITaHWA, METPOIOrMYecKmne N3MepPEeHs, CnekTpanbHbI aHanm3

CTaNbHOroO NUTbA U METANNIOB, MeTajlorpadryeckne UCCNefoBaHUA U U3MepeHue TBepaocTu. Jlabopatopuu «ASAM» akkpeamTupoBaHbl RENAR.
KoHTpornb kauectBa npogykumnm «<ASAM» S.A. obecrneurBaeTcsi OMbITHBIM BbICOKOKBANMGULMPOBAHHBIM MEPCOHANIOM MPU MOMOLUY YHUBEPCAbHBIX
N cneyunanbHbiX NPYOGOPOB N MHCTPYMEHTOB. Ky3HeuHbln Lex «ASAM» S.A. ocHalieH MOLLHBIM NPECCOBbIM U BCMOMOraTesibHbIM 060pyAoBaHVEM
(npeccbl o1 400 fo 1000 TOHH, Makcu-npecc B 10000 TC, HarpeBaTenbHble Neyn), KOTOPoe MO3BONAET U3rOTOBATb KOMM/IEKCHblIE MOKOBKW. LLiTamnbl
CMPOEKTMPOBaHbI 1 M3rOTOB/EHbI cneyuanuctamm «<ASAM» B COGCTBEHHOM MHCTPYMEHTASIbHOM Liexe.
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’alﬁ ASAM owns a division of mechanical processing through splintering, with 5 distinct lines of manufacture that ensure the simultaneous deve-
\@ !w lopment of many production processes. ASAM investments in this division are major and they consist in machine tools acquisition with a state
of-the-art numerical command, in this way increasing quality and precision of the manufactured products. ASAM brand is recognized on the market
with tradition for: clutch mechanisms - clutch disks and pressure plates — brake pumps, brake cylinders, brake limiters, brake disks, bendix system,
and cardan (cross) universal joints, steering connecting rod, and pivots. The quality control of the products manufactured in ASAM is ensured by the
technicians’ teams that have high qualifications & an experience of more than 10 years in manufacturing processes. The inspections are achieved with
universal measuring instruments and with special control devices, ensuring in this way the isolation of the products that are not in conformity.

’( ) ASAM dispune de o sectie de prelucrari mecanice prin aschiere, cu 5 linii distincte de fabricatie care asigura derularea in paralel a mai multor

2" fluxuri de productie. Procesele de prelucrare se executa pe masini-unelte clasice, universale si specializate. Investitiile ASAM in aceasta sectie
sunt majore si constau in achizitionarea de masini unelte cu comanda numerica de ultima generatie, crescand calitatea si precizia produselor executate.
Marca ASAM este recunoscuta in piata cu traditie pentru: mecanisme de ambreiaj - discuri de ambreiaj si placi de presiune, pompe frana, cilindri frana,
limitatori frana, discuri de frand, bendixuri, cruci cardan, bielete de directie, pivoti. Controlul calitatii produselor executate in ASAM este asigurat de
echipe de tehnicieni de inalta calificare cu experienta de peste 10 ani in procesele de fabricatie. Verificdrile se realizeaza cu instrumente de masura

universale si cu dispozitive speciale de control, asigurdndu-se izolarea produselor neconforme.

1 Le portfolio des produits ASAM inclut: parts auto consommables pour les voitures roumaines et étrangéres partis et consommables auto pour
¥ les voitures roumaines et étrangeéres, partis et consommables auto pour les voitures de grand tonnage camions et véhicules agricoles.

La marque ASAM est reconnue sur le marché avec tradition pour: les mécanismes d'embrayage - disques embrayage et plaques de pression - pompes

de frein, cylindres de frein, limiteurs de frein, disques de frein, systéme bendix, et joints de cardan universels (croix), bielle de conduite et pivots.

La principale préoccupation des nos spécialistes est le développement du portefeuille des produits ASAM. Un programme extensif se développe, pour

implémenter de parties nouvelle les plus fréquentes.

MexaHnyeckass obpaboTka MPOU3BOAUTCA Ha 5-TW JIMHWAX, KOTOpble MO3BONAIOT OAHOBPEMEHHYID 06pabOTKy pa3HbiX AeTanen Ha
KNlaCCUYECKMX, YHUBEPCANbHbIX CTaHKax. bonbluve mHBECTULMM Bbiny HampaBneHbl Ha NPUOOPETEHNN COBPEMEHHBIX  CTaHKoB ¢ YITY,

obecreurBas BbICOKoe

KayeCTBO U TOYHOCTb |/|3,E|,eﬂ|/l|7|.
TOBapHaﬂ MapKa «ASAM>» S.A. n3BecTHa Ha PbIHKE KaK nponssoaunTesib CUCTEM PYNIEBOIo yrnpaBJieHUA N cUenJieHuA, y3/10B TOPMO3HbIX CUCTEM U AP.



ae

/:’ i From 2003 ASAM SA is TUV ISO 9001/2000 certified. Internally, ASAM products and processes are certified from the qualitative point of view
\\i L by the competent authorities. (RAR, AFER - OCS, OMCAS). ASAM is ISO TS 16949 approved - fact that allows providing components for the
first montage to car & truck manufacturers.

Having in mind the continuous increase and diversification of parts and consumables demand for auto market, the commercial division supports the
diversification of ASAM products portfolio with import initiatives that allow the introduction in the commercial circuit, and also in the production
process new parts. The products are permanently tested by ASAM specialists, ensuring standards observation and they are certified by competent
authorities also on manufacturing flow, and also on products lots.

/‘ F[ Din 2003 ASAM S.A. este certificat TUV ISO 9001/2000. Pe plan intern, produsele si procesele ASAM sunt certificate din punct de vedere
A& al calitatii de autoritatile competente (RAR, AFER - OCS, OMCAS). ASAM este agrementat ISO TS 16949 - fapt ce permite furnizarea de
componente pentru prim montaj constructorilor de autoturisme si camioane.

Avand in vedere cererea in crestere si diversificare continua pentru piese si consumabile pentru piata auto, divizia comerciala sprijina diversificarea
portofoliului de produse ASAM cu initiative de import care permit introducerea in circuitul comercial, dar si in procesul de productie repere noi.
Produsele sunt permanent supuse testarilor de catre specialistii ASAM, asigurandu-se respectarea standardelor si sunt certificate de catre autoritatile
competente atat pe flux de fabricatie, cat si pe loturi de produse.

‘ \, Depuis 2003 ASAM S.A. est certifié TUV ISO 9001/2000. En interne, les produits et les processus ASAM sont certifiés en termes de qualité des
\ & autorités compétentes (RAR, AFER - SCO, OMCAS). ASAM est intimement ISO TS 16949 - permettant la fourniture de composants pour les
fabricants de premier montage de voitures et de camions.

Compte tenu de I'augmentation de la demande et la diversification continue des pieces et consommables pour le marché automobile, la Division
Commerciale soutient la diversification de portefeuille ASAM avec des initiatives d'importation qui permettent I'introduction aux circuits du co-
mmerce, mais aussi dans le procés de production de repéeres nouveaux. Les produits sont testés en permanence des spécialistes ASAM, assurer le
respect des normes et sont certifiés par les autorités compétentes pour le flux de fabrication, et pour les lots de produits.

’U\ C 2003 ropa «<ASAM» S.A. ceptndumutposaH TUV I1SO 9001:2000. Ha BHYTpeHHeM pbiHKe MPOAYKLUMA U NPOU3BOACTBO CepTUOULMPOBaHbI
\ 4 £ KOMMeTEeHTHbIMU opraHu3aumnamm KoHTpona: RAR, AFER - OCS, OMCAS.

Ceptudukat ISOTS 16949 gaet «<ASAM» S.A. NpaBo Ha NOCTaBKY KOMMOHEHTOB Ha KOHBeep NPOV3BOANTENAM aBTOMOOUNEN 1 FPY30BUKOB.

BBray noBblWeHMA cnpoca Ha aBTO3anyacT U NX PasHOBUAHOCTW, KOMMEPYECKMI OTAEN NOAAEPKUBAET aCCOPTUMEHT U3LEeNNI MyTeM OCBOEHUA 1
BHEAPEHNA B NPOMN3BOACTBO HOBOW MMMOPTHOW MPOAYKLMN., KOTOPasa NOCTOAHHO UCNbITbiBaeTcA cneymanuctamm  «ASAM» S.A. n nposepsaeTca 1
cepTUdULMPYETCS KOMMNETEHTHBIMM OFPaHN3aLMAMY Ha NMOTOKE MPOV3BOACTBA 1 NO-MapTUAM.

IUI*
| e
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’f‘ !‘\_;/ Developing a diversified range of products and consumables for new generation cars, Romanian and foreign, represents a major objective of
@ B ASAM SA producer. Accomplishing this objective will ensure maximum chances in the consecration of ASAM brand on a decisive position on
auto parts market from Romania and not only here.

ASAM products portfolio includes: auto parts and consumables for Romanian & foreign cars, auto parts and consumables for high-tonnage cars (trucks
and agricultural vehicles). The evolution of auto parts portfolio for cars started from Dacia 1300, 1310, 1400, 1304, 1307, Dacia Pick-up 1,9D car parts.
Gradually, the portfolio has developed and develops continuously on Dacia Nova, SuperNova, Solenza, Logan and Daewoo (Cielo, Matiz, Tico, Espero).
ASAM products portfolio destined for cars has a plurality of advantages that ensure the premises of an ascendant evolution on the market. Quality-price
ratio of these products represent an advantage, being a viable choice for car owners. The main concern of our specialists is the development of ASAM
products portfolio. An extensive development program is expanding, for implementing new parts that are addressed for both Dacia Logan cars, and also
the most frequent new brand foreign cars.

" ) Dezvoltarea unei game diverse de piese si consumabile pentru autoturismele de noud generatie, autohtone si din import, constituie un obiectiv
\ &5 major al producatorului ASAM SA. Realizarea acestui obiectiv va asigura sanse maxime in consacrarea marcii ASAM pe o pozitie decisivd in piata
pieselor auto din Romania si nu numai.

Portofoliul de produse ASAM cuprinde: piese si consumabile pentru autoturisme autohtone si de import, piese si consumabile pentru masini de mare
tonaj (camioane si masini agricole). Evolutia portofoliului de repere pentru autoturisme a plecat de la piesele pentru Dacia 1300, 1310, 1400, 1304, 1307,
Dacia Papuc 1,9D. Treptat, portofoliul s-a dezvoltat si se dezvolta in continuare pe Dacia Nova, SuperNova, Solenza, Logan si Daewoo (Cielo, Matiz, Tico,
Espero). Portofoliul de produse ASAM destinate autoturismelor detine un cumul de avantaje care asigurd premisele unei evolutii ascendente in piatd.
Raportul pret-calitate al acestor produse constituie un avantaj, fiind o alegere viabila pentru posesorii de autoturisme. Preocuparea majora a specialistilor
nostri este dezvoltarea portofoliul de produse ASAM. Exista in derulare un program amplu de implementare de noi repere care se adreseaza atat autotu-
rismelor Dacia Logan, dar si celor mai frecvente autoturisme din import de noud generatie

/( } La marque ASAM est reconnue sur le marché avec tradition pour: les mécanismes d’embrayage - disques embrayage et plaques de pression -
\ ~ pompes de frein, cylindres de frein, limiteurs de frein, disques de frein, systeme bendix, et joints de cardan universels (croix), bielle de conduit
et pivots. Lévolution du portefeuille des parts auto pour les voitures a commerce de Dacia1300, 1310, 1410, 1307, 1304, Dacia Pick-up 1.9D, parts de voi-
ture. Graduellement, le portefeuille a commercé a se développer et se développe continuellement sur Dacia Nova, SuperNova, Solenza, Logan et Daewoo
(Cielo, Matiz, Tico, Espero, Nexia). Le portefeuille des produits ASAM destiné pour les voitures a une pluralité d’avantages qui assure les prémisses d’'une
évolution ascendante sur le marché. La rate qualité - prix de ces produits représente un avantage, étant un choix viable pour les propriétaires de véhicules.

,/\U\/ OcHoBHasA feATeNbHOCTb HaLIMX CNeLManucToB — 3TO pa3BUTUE acCCOPTUMEHTa NPOAYKLNW, NPWY BHEAPEHUN HOBbIX Nporpamm Ana a/m Dacia
= Logan, ¥ MMNOPTHbIX MaLUVH HOBOTO MOKONEHNA.

MocToAHHOe pa3BUTVE acCOPTUMEHTa 3anyacTeil 1A OTeYECTBEHHbIX U 3apybeXkHbIX MapOK aBTOMOOW/IEN HOBOrO MOKONEHUA ABNIAETCA FNaBHbLIM
HarnpasfieHnem geAatenbHocT «ASAM» S.A. BbinosiHeHve 3To Leny no3Bonnio ToproBoi Mapku «ASAM» S.A. 3aHATb BaXHOe MeCTO Ha PYMbIHCKOM U
3apy6eXKHbIX pblHKax aBTo3anyecTein.




DACIA Renault
Logan




Va

riant

Variants Year CP m?3

DACIALOGAN 1.2 16V 2006.02 >> 55 75 1149
DACIALOGAN 1.4 2004.09 >> 55 75 1390
DACIA LOGAN 1.4 MPI LPG 2006.02 >> 55 75 1390
DACIA LOGAN 1.5 dCi 2010.05 >> 55 75 1461
DACIA LOGAN 1.5 dCi 2010.05 >> 65 88 1461
DACIA LOGAN 1.5 dCi 2005.09 >> 48 65 1461
DACIA LOGAN 1.5 dCi 2006.01 >> 50 68 1461
DACIA LOGAN 1.5 dCi 2007.09 >> 63 86 1461
DACIALOGAN 1.6 2004.09 >> 64 87 1598
DACIA LOGAN 1.6 16V 2006.02 >> 77 105 1598
DACIA LOGAN 1.6 Bifuel 2010.05 >> 62 84 1598
DACIA LOGAN 1.6 MPI 85 2010.05 >> 62 84 1598
RENAULT LOGAN 1.0 Hi-Flex 2007.07 >> 56 76 998

RENAULT LOGAN 1.4 2004.09 >> 55 75 1390
RENAULT LOGAN 1.5 dCi 2007.04 >> 50 68 1461
RENAULT LOGAN 1.5 dCi 2008.02 >> 63 86 1461
RENAULT LOGAN 1.6 2004.09 >> 64 87 1598
RENAULT LOGAN 1.6 2008.05 >> 66 90 1598
RENAULT LOGAN 1.6 2007.04 >> 77 105 1598
RENAULT LOGAN 1.6 2007.02 >> 80 109 1598
RENAULT LOGAN 1.6 Flex 2007.11 >> 68 92 1598
RENAULT LOGAN 1.6 Flex 2007.07 >>2010.03 |79 107 1598
RENAULT TONDAR 90 1.0 Hi-Flex 2007.07 >> 56 76 998

RENAULT TONDAR 90 1.4 2004.09 >> 55 75 1390
RENAULT TONDAR 90 1.5 dCi 2007.04 >> 50 68 1461
RENAULT TONDAR 90 1.5 dCi 2008.02 >> 63 86 1461
RENAULT TONDAR 90 1.6 2004.09 >> 64 87 1598
RENAULT TONDAR 90 1.6 2008.05 >> 66 90 1598
RENAULT TONDAR 90 1.6 2007.04 >> 77 105 1598
RENAULT TONDAR 90 1.6 2007.02 >> 80 109 1598
RENAULT TONDAR 90 1.6 Flex 2007.11 >> 68 92 1598
RENAULT TONDAR 90 1.6 Flex 2007.07 >>2010.03 |79 107 1598
MAHINDRA R LOGAN 1.4 2007.04 >> 55 75 1390
MAHINDRA R LOGAN 1.5 D 2007.04 >> 48 65 1461
MAHINDRA R LOGAN 1.6 CNG 2007.04 >> 63 86 1598
MAHINDRAR VERITO 1.4 2011.03 >> 56 76 1390
MAHINDRAR VERITO 1.5 D 2011.03 >> 48 65 1461
NISSAN APRIO [USA] 1.6 2008.01 >> 2008.12 1598




Va

riant

Variants Year CP m?3

DACIALOGAN MCV 1.4 2007.02 >> 55 75 1390
DACIALOGAN MCV 1.5 dCi 2010.05 >> 55 75 1461
DACIALOGAN MCV 1.5 dCi 2010.05 >> 65 88 1461
DACIA LOGAN MCV 1.5 dCi 2007.02 >> 50 68 1461
DACIALOGAN MCV 1.5 dCi 2007.09 >> 63 86 1461
DACIALOGAN MCV 1.6 2007.02 >> 64 87 1598
DACIALOGAN MCV 1.6 16V 2007.02 >> 77 105 1598
DACIA LOGAN MCV 1.6 16V Flexifuel 2009.11 >> 77 105 1598
DACIA LOGAN MCV 1.6 Bifuel 2008.11 >> 64 87 1598
DACIA LOGAN MCV 1.6 MPI 85 2010.05 >> 62 84 1598
RENAULT LOGAN MCV 1.4 2007.10 >> 55 75 1390
RENAULT LOGAN MCV 1.5 dCi 2007.04 >> 50 68 1461
RENAULT LOGAN MCV 1.5 dCi 2008.02 >> 63 86 1461
RENAULT LOGAN MCV 1.6 2007.04 >> 64 87 1598
RENAULT LOGAN MCV 1.6 2007.04 >> 77 105 1598
RENAULT TONDAR 90 MCV 1.4 2007.10 >> 55 75 1390
RENAULT TONDAR 90 MCV 1.5 dCi 2007.04 >> 50 68 1461
RENAULT TONDAR 90 MCV 1.5 dCi 2008.02 >> 63 86 1461
RENAULT TONDAR 90 MCV 1.6 2007.04 >> 64 87 1598
RENAULT TONDAR 90 MCV 1.6 2007.04 >> 77 105 1598
DACIALOGAN VAN 1.4 2009.03 >> 55 75 1390
DACIA LOGAN VAN 1.5 dCi 2010.05 >> 55 75 1461
DACIA LOGAN VAN 1.5 dCi 2010.05 >> 65 88 1461
DACIA LOGAN VAN 1.5 dCi 2009.03 >> 50 68 1461
DACIA LOGAN VAN 1.5 dCi 2009.03 >> 63 86 1461
DACIA LOGAN VAN 1.6 2009.03 >> 64 87 1598
DACIA LOGAN VAN 1.6 Bifuel 2010.05 >> 62 84 1598
DACIA LOGAN VAN 1.6 MPI 85 2010.05 >> 62 84 1598
DACIA LOGAN pick-up 1.4 2009.01 >> 55 75 1390
DACIA LOGAN pick-up 1.5 dCi 2010.05 >> 55 75 1461
DACIA LOGAN pick-up 1.5 dCi 2010.05 >> 65 88 1461
DACIA LOGAN pick-up 1.5 dCi 2008.03 >> 50 68 1461
DACIA LOGAN pick-up 1.5 dCi 2008.03 >> 63 86 1461
DACIA LOGAN pick-up 1.6 2008.03 >> 64 87 1598
DACIA LOGAN pick-up 1.6 Bifuel 2010.05 >> 62 84 1598
DACIA LOGAN pick-up 1.6 MPI 85 2010.05 >> 62 84 1598




'_'A-u Romanian parts for Romanian cars

ASAM no. OE Code Application

Description

DIRECTIE « STEERING

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

parte montare: punte fata stanga
grosime tabla: 2.5mm
echipat: 2x30292 + 1x30132

1.6 MPI 85;
fitting position: front axle left MAHINDRA R LOGAN 1.4;
steel thickeness: 2.5mm 1.5 D; 1.6 CNG;
equipped: 2x30292 + 1x30132 MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

parte montare: punte fata dreapta
grosime tabla: 2.5mm
echipat: 2x30292 + 1x30132

1.6 MPI 85;
fitting position: front axle right MAHINDRA R LOGAN 1.4;
steel thickeness: 2.5mm 1.5 D; 1.6 CNG;
equipped: 2x30292 + 1x30132 MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: punte fata stanga
grosime tabla: 3mm
echipat: 2x30292 + 1x30132

fitting position: front axle left
steel thickeness: 3mm
equipped: 2x30292 + 1x30132

Innovation and tradition since 1924 15
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ASAM no.

Remarks OE Code

Application

DIRECTIE « STEERING

Description

parte montare: punte fata dreapta
grosime tabla: 3mm
echipat: 2x30292 + 1x30132

fitting position: front axle right
steel thickeness: 3mm
equipped: 2x30292 + 1x30132

parte montare: brat suspensie punte fata
stanga/dreapta

dimensiune conus: g18mm

material bolt sferic: 40cr10

duritate bolt sferic: 30+32 hrc

unghi basculare: min. 52°

componenta brat suspensie 30120 & 30119

fitting position: front axle, control arm
left/right

conus size: g18mm

conus material: 40crl0

conus hardness: hrc 30 + 32

angle declination: min. 52

component of control arm 30120 & 30119

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

DIRECTIE « STEERING

parte montare: punte fata stanga/dreapta
(brat suspensie: 2buc)
componenta brat suspensie 30120 & 30119

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle, control arm
(2pcs) left/right
component of control arm 30120 & 30119

pentru vehicule fara servodirectie asistata DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;
1.5 dCi; 1.6; 1.6 16V;
DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6;

MAHINDRA R LOGAN 1.4;
1.5D;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

for vehicles with manual steering

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

DIRECTIE « STEERING

Description

parte montare: punte fata stanga/dreapta
lungime: 194mm

filet imbinare pipa bieleta :m14x1.5mm
filet imbinare caseta directie:m12x1mm
unghiul de dezbatere: minim 54°

forta de extractie (smulgere)bolt sferic:
fmin=3000dan

rezistenta asamblare element de legatura:
fmin=3000dan

fitting position: front axle left/right

length: 194mm

thread (tie rod end side): m14x1.5mm
thread (steering box side) : m12x1m
debate angle: 54 ° minimum

debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
3000dan

contact resistance element assembly: fmin
= 3000dan

parte de montare: punte fata stanga
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

fitting position: front axle left

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924



ASAM no.

‘.’A—u Romanian parts for Romanian cars
OE Code Application

DIRECTIE « STEERING

Description

parte de montare: punte fata dreapta
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

fitting position: front axle right

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru temperaturi scazute

parte de montare: punte fata stanga
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

for low temperatures

fitting position: front axle left

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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Description

pentru temperaturi scazute

parte de montare: punte fata dreapta
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

for low temperatures

fitting position: front axle right

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

parte montare: punte fata stanga/dreapta
filet exterior: m8x1.25

fitting position: front axle left/right
outter thread: m8x1.25

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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DIRECTIE « STEERING

parte montare: punte fata stanga/dreapta
material: 0152

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle left/right
materil: 0152

parte montare: punte fata stanga/dreapta DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle left/right

Innovation and tradition since 1924
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Description

parte montare: punte spate stanga/dreapta
grosime (mm): 55

diametru interior (mm): 12

diametru exterior (mm): 67

fitting position: rear axle left/right
thickness (mm): 55

inner diameter (mm): 12

outter diameter (mm): 67

partea de montare: punte fata
stanga/dreapta

gaurile de prindere a rotii in numar de 4
echidistante dispuse pe un diametru de
100mm si filetate cu m12x1.5

2 gauri de prindere a discului de frina
dispuse pe diametrul de 100mm si filetate
cu m8x1.25

zona montaj rulment g 35 k6

zona centrare janta g61mm

grosimea flansei butucului de 12mm
numar caneluri : 23

materiale: 37cr10 matritat stas 11500/2-89

fitting position: front axle left/right

the 4 equidistant holes for fixing the wheel
rim are displayed on a diameter of 100mm
and have the thread of m12x1.5

the 2 holes for attaching the brake disc are
displayed on a diameter of 100mm have
thread of m8x1.25

bearing assembly area g 35 k6

centering rim area g61mm

thickness of hub flange: 12mm

number of grooves: 23

materials: 37cr10 molding 11500/2-89 stas

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V;

DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCj;
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ASAM no. OE Code Application

Description

DIRECTIE « STEERING

partea de montare: punte fata
stanga/dreapta

gaurile de prindere a rotii in numar de 4
echidistante dispuse pe un diametru de
100mm si filetate cu m12x1.5

2 gauri de prindere a discului de frina
dispuse pe diametrul de 100mm si filetate
cu m8x1.25

zona montaj rulment g 37 k6

zona centrare janta g61mm

grosimea flansei butucului de 12mm
numar caneluri : 21

materiale: 37cr10 matritat stas 11500/2-89

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG;
DACIA LOGAN MCV 1.4; 1.6;
DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

fitting position: front axle left/right

the 4 equidistant holes for fixing the wheel
rim are displayed on a diameter of 100mm
and have the thread of m12x1.5

the 2 holes for attaching the brake disc are
displayed on a diameter of 100mm have
thread of m8x1.25

bearing assembly area g 35 k6

centering rim area g61mm

thickness of hub flange: 12mm

number of grooves: 21

materials: 37cr10 molding 11500/2-89 stas

parte montare: punte spate stanga/dreapta
materiale: 37cr10 & 40cr10 matritat stas
11500/2-89

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;
fitting position: rear axle left/right MAHINDRA R LOGAN 1.4;
materials: 37cr10 & 40cr10 molding 1.5 D; 1.6 CNG;
11500/2-89 stas MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: punte spate stanga/dreapta
materiale: 37cr10 & 40cr10 matritat stas
11500/2-89

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

fitting position: rear axle left/right
materials: 37cr10 & 40cr10 molding
11500/2-89 stas

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

DIRECTIE « STEERING

Description

pentru vehicule fara abs

parte montare: punte fata stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 37

diametru exterior (mm): 72

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 72

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

for vehicles without abs

fitting position: front axle left/right
kit includes: 1bearing + lcircleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 37

outter diameter (mm): 72
circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

pentru vehicule cu abs

parte montare: punte fata stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 37

diametru exterior (mm): 72

cu senzor abs integrat

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 72

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

for vehicles with abs

fitting position: front axle left/right
kit includes: 1bearing + lcircleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 37

outter diameter (mm): 72

abs sensor integrated

circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;




ASAM no.

*.'A—u Romanian parts for Romanian cars
OE Code Application

DIRECTIE « STEERING

Description

parte montare: punte spate stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 25

diametru exterior (mm): 52

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 52

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

fitting position: rear axle left/right
kit includes: 1bearing + 1circleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 25

outter diameter (mm): 52
circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

parte montare: punte spate stanga/dreapta
dimensiuni rulment

latime (mm): 30

diametru interior (mm): 48

diametru exterior (mm): 62

fitting position: rear axle left/right

kit includes: 1bearing + 1circleclip + laxle
nut

bearing size

width (mm): 30

inner diameter (mm): 48

outter diameter (mm): 62

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN MCV 1.4;
1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

Innovation and tradition since 1924
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Application

Description

SUSPENSIE « SUSPENSION

partea de montare: punte fata
stanga/dreapta

tip amortizor: presiune ulei & gaz
sistem amortizor: bitubular
cursa: 170mm

rugozitatea tijei: 0.05um
duritatea tijei: 21hrc

fitting position: front axle left/right
type : oil & gas pressure

system: bitubular

race: 170mm

rod roughness: 0.05um

rod hardness: 21hrc

parte montare: amortizor fata
stanga/dreapta

fitting position: left/right front shock
absorber

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;




‘.’A—u Romanian parts for Romanian cars

ASAM no. OE Code Application

Description

SUSPENSIE « SUSPENSION

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle left/right
material: rubber/metal

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle left/right
material: rubber/metal

Innovation and tradition since 1924
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Description

SUSPENSIE « SUSPENSION

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

fitting position: front axle left/right
material: rubber/metal

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: punte fata stanga/dreapta
grosime [mm]: 9 mm

diametru interior [mm]: 16

diametru exterior [mm]: 56

fitting position: front axle left/right
pentru amortizor suspensie 30150
thickness [mm]: 9 mm

inner diameter [mm]: 16

outter diameter [mm]: 56

28 Innovation and tradition since 1924
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Description

SUSPENSIE « SUSPENSION

partea de montare: punte spate
stanga/dreapta

tip amortizor: presiune ulei & gaz
sistem amortizor: bitubular
cursa: 140mm

rugozitatea tijei: 0.05um
duritatea tijei: 21hrc

fitting position: rear axle left/right
type : oil & gas pressure

system: bitubular

race: 140mm

rod roughness: 0.05um

rod hardness: 21hrc

parte montare: punte spate stanga/dreapta
pentru amortizor suspensie 30151

fitting position: rear axle left/right
for shock absorber 30151
material: rubber/metal

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: punte spate stanga/dreapta
pentru amortizor suspensie 30151

fitting position: rear axle left/right
for shock absorber 30151

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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SUSPENSIE « SUSPENSION

partea de montare: punte spate
stanga/dreapta

tip amortizor: presiune ulei & gaz
sistem amortizor: bitubular
cursa : 150mm

rugozitatea tijei: 0.05um
duritatea tijei: 21hrc

fitting position: rear axle left/right
type : oil & gas pressure

system: bitubular

race: 150mm

rod roughness: 0.05um

rod hardness: 21hrc

partea de montare: punte fata
stanga/dreapta

diametrul spirei:14mm

numarul de spire active:z=3.5spire

fitting position: front axle left/right
coil diamter [mm]: 14
number of active coils: 3.5

partea de montare: punte spate
stanga/dreapta

diametrul spirei:12mm

numarul de spire active: z= 6.5spire

fitting position: rear axle left/right
coil diamter [mm]: 12
number of active coils: 6.5

Innovation and tradition since 1924

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

DACIA LOGAN 1.4; 1.6;
DACIA LOGAN MCV 1.4; 1.6;

pentru autovehicule fara abs

parte montare: punte fata stanga

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:g23mm

lungimea minina a planetarei:685mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs
fitting position: front axle left
teeth number: 23

teeth area diameter: 225mm
min. length: 685mm

slide: 40mm

thread: m20x1.5mm

DACIA LOGAN 1.4; 1.6;
DACIA LOGAN MCV 1.4; 1.6;

pentru autovehicule fara abs

parte montare: punte fata dreapta

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:g23mm

lungimea minina a planetarei:760mm
lungimea maxima a planetarei:800mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs

fitting position: front axle right
teeth number: 21

teeth area diameter: 23mm
min. length:760mm

max. length: 800mm

slide: 40mm

thread: m20x1.5mm

DACIA LOGAN 1.5 dCi;
DACIA LOGAN MCV 1.5 dCi;

pentru autovehicule cu abs

parte montare: punte fata stanga

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:23mm

lungimea minina a planetarei:685mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles with abs

fitting position: front axle left
teeth number: 21

teeth area diameter: 23mm
min. length: 685mm

slide: 40mm

thread: m20x1.5mm

Innovation and tradition since 1924
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TRANSMISIE - TRANSMISSION

DACIA LOGAN 1.5 dCi;
DACIA LOGAN MCV 1.5 dCi;

pentru autovehicule cu abs

parte montare: punte fata dreapta

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:g23mm

lungimea minina a planetarei:760mm
lungimea maxima a planetarei:800mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles with abs

fitting position: front axle right
teeth number: 21

teeth area diameter: g23mm
min. length:760mm

max. length: 800mm

slide: 40mm

thread: m20x1.5mm

DACIA LOGAN 1.5 dCi;
DACIA LOGAN MCV 1.5 dCij;

pentru autovehicule fara abs

parte montare: punte fata stanga

numarul de caneluri de legatura cu butucul:
23 caneluri

diametrul zonei canelate:g25mm

lungimea planetarei: 685mm

culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs
fitting position: front axle left
teeth number: 23

teeth area diameter: 225mm
min. length: 685mm

slide: 40mm

thread: m20x1.5mm

DACIA LOGAN 1.5 dCi;
DACIA LOGAN MCV 1.5 dCij;

pentru autovehicule fara abs

parte montare: punte fata dreapta

numarul de caneluri de legatura cu butucul:
23 caneluri

diametrul zonei canelate:g25mm

lungimea minina a planetarei:760mm
lungimea maxima a planetarei:800mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs

fitting position: front axle right
teeth number: 23

teeth area diameter: 225mm
min. length:760mm

max. length: 800mm

slide: 40mm

thread: m20x1.5mm

Innovation and tradition since 1924
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TRANSMISIE - TRANSMISSION

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

parte montare: punte fata stanga
numarul de caneluri de legatura cu butucul:
23 caneluri

fitting position: front axle left
teeth number: 23

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

parte montare: punte fata dreapta
numarul de caneluri de legatura cu butucul:
23 caneluri

fitting position: front axle right
teeth number: 23

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: planetara stanga/dreapta
spre roata

fitting position: cv joint left/right wheel side

Innovation and tradition since 1924
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parte de montare: planetara dreapta (spre

cv)

fitting position: cv joint right gearbox side

parte de montare: planetara stanga (spre

cv)

-burduf

-rulment

-flansa stringere burduf
-capac protectie rulment

fitting position: cv joint leftt, gearbox side

-boot

-bearing

-flange for fixing the bearing
-bearing protective cap

set-ul contine:

1buc - placa presiune 30191
1buc - disc ambreiaj 30192
1buc - rulment presiune 30174

the kit contains:

1pc - clutch plate 30191

1pc - clutch disc 30192

1pc - bearing pressure 30174

Innovation and tradition since 1924

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.5 dCj;

DACIA LOGAN MCV 1.4; 1.6;
DACIA LOGAN pick-up 1.6;
DACIA LOGAN VAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6;

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;
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Description

TRANSMISIE - TRANSMISSION

Innovation and tradition since 1924

set-ul contine:

1buc - placa presiune 30324
1buc - disc ambreiaj 30325
1buc - rulment presiune 30174

the kit contains:

1pc - clutch plate 30324

1pc - clutch disc 30325

1pc - bearing pressure 30174

set-ul contine:

1buc - placa presiune 30311
1buc - disc ambreiaj 70207
1buc - rulment presiune 30174

the kit contains:

1pc - clutch plate 30311

1pc - clutch disc 70207

1pc - bearing pressure 30174

DACIA LOGAN 1.6; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN MCV 1.6;

1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN pick-up 1.6;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN VAN 1.6;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.6 CNG;
NISSAN APRIO 1.6;

RENAULT LOGAN 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;

1.6 Flex;

RENAULT TONDAR 90 MCV
1.6;

diametru [mm]: 180

diameter [mm]: 180

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;
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diametru [mm]: 200

diameter [mm]: 200

DACIA LOGAN 1.6; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN MCV 1.6;

1.6 16V; 1.6 16V Flexifuel;

1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN pick-up 1.6;

1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN VAN 1.6;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.6 CNG;
NISSAN APRIO 1.6;

RENAULT LOGAN 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;

1.6 Flex;

RENAULT TONDAR 90 MCV
1.6;

diametru [mm]: 215

diameter [mm]: 215

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCj;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

diametru [mm]: 180 mm

numarul arcurilor de preluare a socurilor: 6
suprafata activa a ferodoului: 132cm?/o fata
profil butuc: 20x21,6

numar dinti: 26

diameter [mm]: 180
number springs: 6

ferodo area: 132cm?/1side
hub profile: 20x21.6
number of teeth: 26

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;

Innovation and tradition since 1924
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TRANSMISIE - TRANSMISSION

diametru [mm]: 200 mm

numarul arcurilor de preluare a socurilor: 6
suprafata activa a ferodoului: 167cm?/o fata
profil butuc: 20x21,9-26n

numar dinti: 26

DACIA LOGAN 1.6; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN MCV 1.6;

1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN pick-up 1.6;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN VAN 1.6;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.6 CNG;
NISSAN APRIO 1.6;

RENAULT LOGAN 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;

1.6 Flex;

RENAULT TONDAR 90 MCV
1.6;

diameter [mm]: 200
number springs: 6

ferodo area: 167cm?/1side
hub profile: 20x21.9-26n
number of teeth: 26

diametru [mm]: 215

numarul arcurilor de preluare a socurilor: 4
suprafata activa a ferodoului: 190cm?/o fata
profil butuc: 20x21,9-26n

numar dinti: 26

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
diameter [mm]: 215 1.5 dCi;
number springs: 4

ferodo area: 190cm?/1side
hub profile: 20x21.9-6n
number of teeth: 26

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.5 dCi; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

diametrul gulerului de actionare a placii de
presiune [mm]: interior 30, exterior 37
diametrul exterior al rulmentului [mm]: 48
diametrul canalului de culisare pe priza de
putere [mm]: 26.5

distanta intre elementele de fixare a furcii
de actionare [mm]: 10.5

inaltimea rulmentului de presiune [mm]: 29

diameter of the drive collar pressure plate
[mm]: inner 30, outter 37
outer diameter of the bearing [mm]: 48

channel diameter slide on the pto [mm]: 1.6 MPI 85;

26.5 MAHINDRA R LOGAN 1.4;
distance between fasteners to drive fork 1.5 D; 1.6 CNG;

[mm]: 10.5 MAHINDRA R VERITO 1.4;
bearing pressure height [mm]: 29 1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;

1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924 37
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parte montare: sistem transmisie

fitting position: transmition system

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.5 dCi; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

lungime [mm]: 1133
grosime [mm]: 4

lenght [mm]: 1133
thickness [mm]: 4

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

Innovation and tradition since 1924
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Innovation and tradition since 1924

lungime [mm]: 1133
grosime [mm]: 4

lenght [mm]: 1133
thickness [mm]: 4

4pk718

pentru vehicule fara ac, fara servodirectie

asistata

lungime [mm]: 718
latime [mm]: 14.2
numar caneluri: 4

for vehicles without ac, with manual

steering

length [mm]: 718
width [mm]: 14.2
number of ribs: 4

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

5pk113

pentru vehicule fara ac
lungime [mm]: 1113
latime [mm]: 17.8
numar caneluri: 5

for vehicles without ac
length [mm]: 1113
width [mm]: 17.8
number of ribs: 5

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;
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5pk1750

pentru vehicule cu ac
lungime [mm]: 1750
latime [mm]: 17.8
numar caneluri: 5

for vehicles with ac
length [mm]: 1750
width [mm]: 17.8
number of ribs: 5

6pk1203

pentru vehicule cu servodirectie asistata
lungime [mm]: 1203

latime [mm]: 21.4

numar caneluri: 6

for vehicles without manual steering
length [mm]: 1203

width [mm]: 21.4

number of ribs: 6

pentru vehicule fara ac

for vehicles without ac

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V; 1.6 16V Flexifuel;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
1.6;

RENAULT TONDAR 90 MCV
1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;
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pentru vehicule fara ac
pentru vehicule pana in an fabricatie 2008

DACIA LOGAN 1.5 dCi;
1.6 16V;

for vehicles without ac
for vehicles produce before 2008

pentru vehicule cu ac DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.6;

for vehicles with ac

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

TRANSMISIE - TRANSMISSION

pentru vehicule cu ac

for vehicles with ac

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

motorizarile 1.5dci - pentru vehicule cu ac
motorizarile 1.6 16v - pentru vehicule fara
ac

1.5dci engines - for vehicles with ac
1.6 16v engines - for vehicles without ac

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V; 1.6 16V Flexifuel;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi; 1.6;
RENAULT LOGAN MCV 1.5 dCi;
1.6;

RENAULT TONDAR 90 1.5 dCi;
1.6;

RENAULT TONDAR 90 MCV
1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

\EL-

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars

LR )

ASAM no.
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Application
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DISTRIBUTIE « BELT DRIVE

numarul de dinti a rolei de actionare:
20dinti

diametrul rolei de actionare: 59mm
inaltimea danturii de actionare: 21mm
numarul paletelor: 8

diametrul rotorului cu palete: 60mm
surub fixare rola intinzatoare:
m10x1.5x50mm

gaurile de fixare cu diametrul de:7.5mm.
corpul pompei este din aluminiu.

rola de actionare,axul si paletele realizate
din otel inoxidabil.

gear (roller) - number of teeth: 20
gear (roller) - diameter: 59mm

gear (roller) - teeth height: 21mm
number of pallets:: 8

rotor with pallets - diameter: 60mm
screw (for fixing the tensioner pulley):
m10x1.5x50mm

fixing holes diameter: 7.5mm.

pump body is aluminum.

the gear (roller), the axle and the pallets
are made of stainless steel.

diametrul rolei de actionare: 52mm
inaltimea rolei de actionare: 35mm
numarul paletelor: 10

diametrul rotorului cu palete: 70mm
corpul pompei este din aluminiu.

rola de actionare si axul sunt realizate din
otel inoxidabil.

rotorul cu palete este realizat dintr-un aliaj
de alama.

rotorul cu palete este realizat prin turnare si
prelucrarea cotei de montaj pe axul
pompei.

gear (roller) - diameter: 52mm

gear (roller) - height: 35mm

number of pallets: 10

rotor with pallets - diameter: 70mm

pump body is aluminum.

the gear (roller) and axle are made of
stainless steel.

the rotor with pallets is made from a brass
alloy.

the rotor with pallets is realized by casting
and thru the processing of the assembly
listing on the pump axle.

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCj;
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ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

Innovation and tradition since 1924
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Description

DISTRIBUTIE « BELT DRIVE

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

Innovation and tradition since 1924
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DISTRIBUTIE « BELT DRIVE

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars

LR )

ASAM no.
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FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr¥cm
rugozitate :3,2pm

diametrul discului: 259mm

grosimea discului:12mm

grosimea minima:10.6mm

gaura centrare butuc: g61mm.

gauri prezoane: 4 gauri 13.6mm
echidistante dispuse pe diametrul 2100mm.
gauri prindere disc de butuc: 2 gauri
28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥cm
roughness: 3.2 ym

disc diameter: 259mm

disc thickness: 12mm

minimum thickness: 10.6mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes 28,5mm

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr¥cm
rugozitate :3,2pm

diametrul discului:259mm

grosimea discului:20.6mm

grosimea minima:17.7mm

gaura centrare butuc: g61mm.

gauri prezoane:4 gauri g13.6mm
echidistante dispuse pe diametrul 2100mm.
gauri prindere disc de butuc: 2 gauri
28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr*cm
roughness: 3.2 um

disc diameter: 259mm

disc thickness: 20.6mm

minimum thickness: 17.7mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes 8,5mm

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;
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ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr*cm
rugozitate :3,2um

diametrul discului: 238mm

grosimea discului:12mm

DACIA LOGAN 1.4; 1.6;

1.5 dCi;

DACIA LOGAN MCV 1.4; 1.6;
DACIA LOGAN VAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6;

RENAULT LOGAN MCV 1.4;

grosimea minima:10.6mm 1.6;

gaura centrare butuc: g61mm. RENAULT TONDAR 90 1.4;
gauri prezoane: 4 gauri g13.6mm 1.5 dCi; 1.6;

echidistante dispuse pe diametrul 2100mm. RENAULT TONDAR 90 MCV
gauri prindere disc de butuc: 2 gauri 1.4; 1.6;

28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥tcm
roughness: 3.2 ym

disc diameter: 238mm

disc thickness: 12mm

minimum thickness: 10.6mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes ¢8,5mm

parte montare: punte fata stanga/dreapta
set 4buc

cu suruburi etrier

lungime 1 [mm]: 150.1

inaltime 1 [mm]: 52.7

grosime 1 [mm]: 18

lungime 2 [mm]: 151.4

inaltime 2 [mm]: 52.7

grosime 2 [mm]: 18

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN VAN 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;
1.6 MPI 85;

fitting position: front axle left/right
set 4pcs

with caliper screw

length 1[mm]: 150.1

height 1[mm]: 52.7

thickness 1[mm]: 18

length 2[mm]: 151.4

height 2[mm]: 52.7

thickness 2[mm]: 18

Innovation and tradition since 1924
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FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
set 4buc

cu suruburi etrier

lungime [mm]: 99,9

inaltime [mm]: 64,8

grosime [mm]: 18

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4,
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;

fitting position: front axle left/right 1.6 MPI 85;
set 4pcs MAHINDRA R LOGAN 1.4;
with caliper screw 1.5 D; 1.6 CNG;

length [mm]: 99.9
height [mm]: 64.8
thickness 1[mm]: 18

parte montare: punte fata stanga
pentru disc frana 30137
diametru piston [mm]: 48
diametru interior [mm]: 55
material: fonta

fitting position: front axle left
for disc brake 3037

piston diameter [mm]: 48
diameter [mm]: 55

material: cast iron

Innovation and tradition since 1924

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;
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ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata dreapta
pentru disc frana 30137

diametru piston [mm]: 48
diametru interior [mm]: 55
material: fonta

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle right
for disc brake 3037

piston diameter [mm]: 48
diameter [mm]: 55

material: cast iron

parte montare: punte fata stanga
pentru disc frana 30178
diametru piston [mm]: 48
diametru interior [mm]: 50,5
material: fonta

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front axle left
for disc brake 30178

piston diameter [mm]: 48
diameter [mm]: 50.5
material: cast iron

Innovation and tradition since 1924
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FRANARE « BRAKE SYSTEM

parte montare: punte fata dreapta
pentru disc frana 30178

diametru piston [mm]: 48
diametru interior [mm]: 50,5
material: fonta

fitting position: front axle right
for disc brake 30178

piston diameter [mm]: 48
diameter [mm]: 50.5

material: cast iron

pentru vehicule fara abs

diametrul interior:g20.6mm

filet montare conducte fata:m10x1mm
filet montare conducte spate:m12x1mm
distanta intre gaurile de montaj ale
pompei:90mm

diametrul gaurii de montaj:29mm

distanta dintre canalele de alimentare cu
lichid de frina:46mm

rugozitatea suprafetei de lucru: 0.1um
presiunea maxima :150bar

echipata cu doua pistoane in tandem cite
unul pentru fiecare punte.

cilindrul (corpului la interior) este prelucrat
prin honuire pentru obtinerea unei
rugozitati foarte mici.

pistoanele sunt prelucrate cu mare precizie
pe cnc.

materiale: aliaj aluminiu:atn sil2 cu mg ni

for vehicles without abs

inner diameter: 20.6mm

thread for fixing the front pipe: m10x1mm
thread for fixing the rear pipe: m12x1mm
the distance between the pump mounting
holes: 90mm

mounting hole diameter: g9mm

distance between supply channels brake
fluid: 46mm

working surface roughness: 0.1um
maximum pressure: 150bar

equipped with two pistons in tandem one
for each deck.

cylinder (inner body) is manufactured by
honing to achieve a very low roughness.
pistons are precision cnc processed.
materials: aluminum alloy: atn and 12mgni

Innovation and tradition since

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

RENAULT LOGAN 1.4; 1.6;
RENAULT TONDAR 90 1.4; 1.6;

1924



ASAM no.

‘.’A—u Romanian parts for Romanian cars
OE Code Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte spate
pentru vehicule fara abs

fitting postion: rear axle
for vehicles without abs

pentru vehicule fara abs

sistem franare: lucas/trw

parte de montare: punte spate
stanga/dreapta

diametrul interior cilindru:18mm.
cursa pistoane minima:66mm.

cursa pistoane maxima:82mm.

locas imbinare conducta m10x1mm.
aerisitor cilindru m7x1mm.

gauri filetate cu m6x1 si o distanta de
32mm intre cele 2 gauri necesare prinderii
de taler

for vehicles without abs

brakind system: lucas/trw

fitting postion: rear axle left/right

cylinder inside diameter: 18mm.

minimum piston stroke: 66mm.

maximum piston stroke: 82mm.

pipe thread: m10x1mm.

vent cylinder vent thread: m7x1mm

m6x1 threaded holes and a 32mm distance
between the 2 holes required for mounting
of plates

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

FRANARE « BRAKE SYSTEM

pentru vehicule fara abs

parte montare: punte spate stanga/dreapta
diametrul maxim interior:g203.3mm
latimea suprafetei de lucru:45mm
diametrul cotei de rulment: g 52mm
gauri prindere janta:4x100;m12x1.5
diametrul uzurii maxime admise:
2204.45mm

realizat prin turnare si prelucrare prin
aschiere pe masini cu comanda numerica
cnc.

materiale: fonta cenusie fc250

for vehicles without abs

fitting position: rear axle left/right
inner diameter: 203.3mm

working surface width: 45mm
diameter bearing share: g 52mm

rim mounting holes: 4x100, m12x1.5
maximum permissible wear diameter:
2204.45mm

powered by casting and cutting processing
on machines cnc.

material: gray cast iron fc250

pentru vehicule cu abs

parte montare: punte spate stanga/dreapta
raza (mm): 203

latimea (mm): 39

for vehicles with abs

fitting position: rear axle left/right
radius (mm): 203

width (mm): 39

pentru vehicule fara abs

parte montare: punte spate stanga/dreapta
raza (mm): 203

latimea (mm): 38

for vehicles without abs

fitting position: rear axle left/right
radius (mm): 203

width (mm): 38

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.5 dCi; 1.6 16V;
MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT TONDAR 90 1.4;

1.5 dCi; 1.6; 1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;




*.'A—u Romanian parts for Romanian cars

ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

DACIA LOGAN MCV 1.4;
1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: punte spate stanga/dreapta
raza (mm): 228
latimea (mm): 39

fitting position: rear axle left/right
radius (mm): 228
width (mm): 39

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

pentru vehicule cu abs
parte montare: punte spate stanga/dreapta
pentru saboti frana 30298

EEEE M

1.6 MPI 85;
for vehicles with abs MAHINDRA R LOGAN 1.4;
[ I " 88 fitting position: rear axle left/right 1.5 D; 1.6 CNG;
for brake shoes 30298 MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code

Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
flexibil

lungime [mm]: 330

filet: m10x1

flexible

fitting position: front axle left/right
length [mm]: 330

thread: m10x1

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

flexibil

parte montare: punte spate stanga/dreapta
lungime [mm]: 309

filet: m10x1

flexible

fitting position: rear axle left/right
length [mm]: 309

thread: m10x1

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

FRANARE « BRAKE SYSTEM

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

lungime [mm]: 1680

length [mm]: 1680

Innovation and tradition since 1924
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Description

FILTRARE * FILTERS

diametru exterior [mm]: 76
diametru simering [mm]: 72
dimensiune filet [mm]: m20x1,5
fnaltime [mm]: 50mm

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

diameter [mm]: 76

seal diameter [mm]: 72
thread size [mm]: m20x1, 5
height [mm]: 50mm

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.6;

diametru [mm]: 62

fnaltime [mm]: 143

preparare combustibil: injectie benzina
diametru admisie [mm]: 8

diametru evacuare [mm]: 8

diameter [mm]: 62

height [mm]: 143

fuel mixture formation: petrol injection
inlet ¥ [mm]: 8

outlet F [mm]: 8

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

diametru [mm]: 93.2

inaltime [mm]: 119.5

diametru admisie [mm]: 8/8
diametru evacuare [mm]: 10/10

diameter [mm]: 93.2
height [mm]: 119.5
inlet ¥ [mm]: 8/8
outlet F [mm]: 10/10

Innovation and tradition since 1924
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OE Code Application

FILTRARE « FILTERS

»

Description

diametru exterior [mm]: 89
inaltime [mm]: 195
diametru admisie [mm]: 10
diametru evacuare [mm]: 10
filet: m10x1.5

diameter [mm]: 89
height [mm]: 195
inlet f [mm]: 10
outlet ¥ [mm]: 10
thread: m10x1.5

lungime (mm): 361
latime (mm): 81
inaltime (mm): 59

length (mm): 361
width (mm): 81
height (mm): 59

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

diametru exterior (mm): 296
diamtru interior (mm): 234
inaltime (mm): 91

outter diameter (mm): 296
inner diameter (mm): 234
height (mm): 91

DACIA LOGAN 1.2 16V;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

FILTRARE * FILTERS

Description

lungime (mm): 376
latime (mm): 83
inaltime (mm): 57

length (mm): 376
width (mm): 83
height (mm): 57

lungime (mm): 142
latime 1(mm): 176
latime 2(mm): 98
inaltime (mm): 78

length (mm): 142
width 1(mm): 176
width 2(mm): 98
height (mm): 78

lungime (mm): 184.5
latime (mm): 180
inaltime (mm): 27.8

length (mm): 184.5
width (mm): 180
height (mm): 27.8

Innovation and tradition since 1924

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;
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ASAM no. Remarks OE Code Application

Description

APRINDERE ¢ IGNITION

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

DACIA LOGAN 1.2 16V;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars

LR )

ASAM no.

Remarks OE Code

Application

Description

APRINDERE - IGNITION

lungimea electrodului activ:i23mm
lungime totala:92mm

hexagon stringere :10mm x 7mm.
filet stringere : m10x1mm.

filet exterior (mm) 14
pas filet [mm] 1,25
lungime filet [mm] 19
deschidere cheie 16
pozitia scanteii (mm) 4
numar poli 4

distanta dintre electrozi [mm] 0,9
moment strangere [nm] 28

filet exterior (mm) 14

pas filet [mm] 1,25

lungime filet [mm] 19

deschidere cheie 16

pozitia scanteii (mm) 3

numar poli 1

Innovation and tradition since 1924

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;
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ASAM no. OE Code Application

Description

APRINDERE ¢ IGNITION

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

material: silicone
tip conectori: sae; m4

Innovation and tradition since 1924
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ALIMENTARE  FUEL SUPPLY

utilizat la motoarele: k9k 790; k9k 792; k9k
700; k9k 704

used for engine codes: k9k 790; k9k 792;
k9k 700; k9k 704

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

retur ulei turbosuflanta

turbocharger oil return

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

DACIA LOGAN 1.4; 1.6;
DACIA LOGAN MCV 1.4; 1.6;
DACIA LOGAN pick-up 1.6;
DACIA LOGAN VAN 1.4; 1.6;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

ALIMENTARE « FUEL SUPPLY

lungime [mm]: 950 DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

length [mm]: 950

parte montare: in rezervor combustibil
pentru vehicule fara sistem retur
combustibil

mod de operare electric

diametru [mm] 134 mm

lungime [mm] 206 mm

presiune [bar] 3,5 bar

presiune [psi] 50,75 psi

tensiune [v] 12 v

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

fitting position: in the fuel tank

for vehicles without fuel return system
electric operating mode

diameter [mm] 134 mm

length [Mm] 206 mm

pressure [bar] 3.5 bar

pressure [psi] 50.75 psi

voltage [v] 12 v

parte din sistem alimentare cu combustibil
30290

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

component of fuel feed unit 30290

Innovation and tradition since 1924
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ALIMENTARE  FUEL SUPPLY

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ELECTRICA « ELECTRICS

curent de incarcare generator [a]: 125a
tensiune [v]: 14v

echipat cu fulie curea - g[mm]: 56.5; numar
nervuri: 6

charging current generator [a]: 125a
voltage [v] 14v

equipped with a pulley belt - glmm]: 56.5;
ribs number: 6

curent de incarcare generator [a]: 98a
tensiune [v]: 14v

latime [mm]: 50

alezaj - g[mm]: 10

echipat cu fulie curea - g[mm]: 55; numar
nervuri: 5

charging current generator [a]: 98a
voltage [v] 14v

width [mm]: 50

bore - g[mm]: 10

equipped with a pulley belt - glmm]: 55;
ribs number: 5

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

grosime [mm]: 38

diametru interior [mm]: 17

diametru exterior [mm]: 76,4

diametru exterior [mm]: 58

filet interior (mm): m 16x1,5

profil cap surub-/piulita: hexagon interior
material: aluminiu

numar nervuri: 5

thickness [mm]: 38

interior diameter [mm]: 17

exterior diameter [mm]: 76.4

exterior diameter [mm]: 58

inner thread (mm): m 16x1, 5

head screw-/nut profile: inner hexagon
material: aluminum

number of ribs: 5

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

Innovation and tradition since 1924
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ELECTRICA « ELECTRICS

diametru exterior [mm]: 55
diametru interior [mm]: 17
inaltime [mm]: 42.5

numar nervuri : 6

outer diameter [mm]: 55
inner diameter [mm]: 17
height [mm]: 42.5
number of ribs : 6

grosime [mm]: 40.2

diametru exterior [mm]: 78

diametru exterior [mm]: 58

profil cap surub-/piulita: hexagon interior
material: aluminiu

numar nervuri: 6

thickness [mm]: 40.2

exterior diameter [mm]: 78

exterior diameter [mm]: 58

head screw-/nut profile: inner hexagon
material: aluminum

number of ribs: 6

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V; 1.6 16V Flexifuel;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.5 dCi;
1.6;

RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.5 dCi; 1.6;

componenta alternator 30588 & 30306

component of alternator 30588 & 30306

DACIA LOGAN 1.5 dCij;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924




‘.’A—u Romanian parts for Romanian cars

ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta alternator 30588

component of alternator 30588

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta alternator 30588
dimensiuni rulment (mm): 35x15x11

component of alternator 30588
bearing sizes (mm): 35x15x11

componenta alternator 30306
dimensiuni rulment (mm): 47x 17x14

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.5 dCi;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 MPI 85;
DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

component of alternator 30306
bearing sizes (mm): 47x 17x14

Innovation and tradition since 1924
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ELECTRICA « ELECTRICS

tensiune [v]: 12 v

putere electromotor [kw]: 1 kw
conector/clema cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 3

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 66 mm

numar dinti: 8

voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 3

direction of rotation: clockwise rotation
flange diameter [mm]: 66 mm

number of teeth: 8

componenta electromotor 30222
material: aluminiu

component of starter 30222
material: aluminium

componenta electromotor 30222

component of starter 30222

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;
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ELECTRICA « ELECTRICS

componenta electromotor 30222
numar dinti : 8

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

component of starter 30222
teeth number: 8

componenta electromotor 30222 DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

component of starter 30222

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

componenta electromotor 30222

component of starter 30222

Innovation and tradition since 1924
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ELECTRICA « ELECTRICS

componenta electromotor 30222

component of starter 30222

parte montare: in spatele motorului
tensiune [v]: 12 v

putere electromotor [kw]: 1,1 kw
conector/clema: cu clema 50(jet)
numarul gaurilor de fixare: 3
numarul gaurilor filetate: 2

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 65 mm

tip cutie viteza: cu reductor

numar dinti : 12

fitting position: behind of engine
voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 2

direction of rotation: clockwise rotation
flange diameter [mm]: 65 mm

number of teeth: 12

componenta electromotor 30293

component of starter 30293

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel;

DACIA LOGAN pick-up 1.4;
1.6;

DACIA LOGAN VAN 1.4; 1.6;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCj;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;
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ELECTRICA « ELECTRICS

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

parte montare: in fata motorului
tensiune [v]: 12 v
putere electromotor [kw]: 1,1 kw
conector/clema: cu clema 50(jet)
numarul gaurilor de fixare: 3
numarul gaurilor filetate: 2
directia de rotatie: rotatie in directia acelor
de ceasornic
diametru flansa [mm]: 65 mm

tip cutie viteza: cu reductor
numar dinti : 12

fitting position: in front of engine
voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 2

direction of rotation: clockwise rotation
flange diameter [mm]: 65 mm
gearbox type: with reductor

number of teeth: 12

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta electromotor 30194
material: aluminiu

component of starter 30194
material: aluminium

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta electromotor 30194
impreuna cu rotorul 30258 se poate monta
si pe electromotorul 30293

component of starter 30194
together with stator 30258, it can be fixed
on starter 30293

Innovation and tradition since 1924 73
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ELECTRICA « ELECTRICS

componenta electromotor 30194 & 30293
numar dinti : 12

component of starter 30194 & 30293
teeth number: 12

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta electromotor 30194 & 30293

component of starter 30194 & 30293

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

componenta electromotor 30194
impreuna cu statorul 30254 se poate monta
si pe electromotorul 30293

component of starter 30194
together with stator 30254, it can be fixed
on starter 30293

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

Innovation and tradition since 1924
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ELECTRICA « ELECTRICS

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta electromotor 30194 & 30293

component of starter 30194 & 30293

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

componenta electromotor 30194 & 30293

component of starter 30194 & 30293

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

tip pompa: pompa duala
numar conexiuni: 2
greutate : 0,108 kg

pump type: dual pump
number of connections:
weight: 0.108 kg

N

Innovation and tradition since 1924
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LR )

Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule dupa an fabricatie 2008 DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

for vehicles produce after 2008

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru luminare habitaclu in momentul in
care portiera se deschide

parte montare: usa fata/spate,
stanga/dreapta

for interior lighting when the door opens
fitting postion: door front/rear, left/right

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;

1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4;1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG;

1.6 MPI 85;

DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924




‘.’A—u Romanian parts for Romanian cars

ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

pentru vehicule dupa an fabricatie 2006 DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;

1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT TONDAR 90 1.4;

1.5 dCi; 1.6; 1.6 Flex;

for vehicles produced after 2006

pentru vehicule inainte de an fabricatie
2006

DACIA LOGAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT TONDAR 90 1.4; 1.6;
for vehicles produce before 2006

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars
ASAM no. Remarks OE Code Application

LR )

Description

ELECTRICA « ELECTRICS

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule inainte de an fabricatie
2006

DACIA LOGAN 1.4; 1.6;
1.5 dCij;
RENAULT LOGAN 1.4; 1.6;

for vehicles produce before 2006 RENAULT TONDAR 90 1.4; 1.6;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

grosime [mm]: 0.7
material: metal

thickness [mm]: 0.7
material: steel

Innovation and tradition since 1924
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Description

MOTOR « ENGINE

grosime [mm]: 0.8
material: metal

thickness [mm]: 0.8
material: steel

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 6

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 6

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.5 dCi; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;




ASAM no.

:”A—u Romanian parts for Romanian cars
OE Code Application

MOTOR « ENGINE

Description

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 7

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 7

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 8

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 8

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.6;

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 9

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la stanga

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 9

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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ASAM no.

Remarks

OE Code Application

MOTOR « ENGINE

Description

set 8bc

set 8pcs

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

set 8bc

set 8pcs

DACIA LOGAN 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

set 4bc

set 4pcs

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

Innovation and tradition since 1924
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Description

MOTOR « ENGINE

il

set 4bc DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

set 4pcs

set 4bc DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV

1.5 dCi;

set 4bc

set 4bc DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV

1.5 dCi;

set 4bc

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

MOTOR « ENGINE

set 8bc (std) - reparatie 4bile DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCj;

set 8pcs (std) - repair set for 4 connecting
rods

set reparatie 4pistoane DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV

1.5 dCj;

repair set for 4pistons

parte montare: sistem de ungere DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

fitting position: lubrication system

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V; 1.6 16V Flexifuel;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

dimensiune filet: m16x1.5
lungime filet [mm]: 12

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

thread: m16x1.5
lenght [mm]: 12

Innovation and tradition since 1924
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ASAM no.

Remarks

OE Code

Application

MOTOR « ENGINE

Description

utilizat la motoarele:

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; kdm714; k4dm744;
k4m745; kdm746; kdm750; k4m752;
k4m753; k4m766; kdm761; kAm782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

used for engine codes::

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; kdm714; k4dm744;
k4m745; kAm746; kdm750; k4dm752;
k4m753; kdm766; kdm761; k4m782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;
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ASAM no. OE Code Application

Description

MOTOR « ENGINE

componenta pompa ulei 30372 DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.5 dCi;
1.6; 1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 1.4;
1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

component of oil pump 30372

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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Description

MOTOR « ENGINE

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V; 1.6 16V Flexifuel;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN 1.6;
RENAULT LOGAN MCV 1.5 dCi;
1.6;

RENAULT TONDAR 90 1.6;
RENAULT TONDAR 90 MCV
1.5 dCi; 1.6;

90 Innovation and tradition since 1924




‘.’A—u Romanian parts for Romanian cars

ASAM no. OE Code Application

Description

MOTOR « ENGINE

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

latime [mm]: 31

diametru interior [mm]: 11
diametru exterior [mm]: 120
numar dinti: 40

width [mm]: 31

inner diamter [mm]: 11
outer diamter [mm]: 120
number of teeth: 40

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

parte montare: punte fata, centru - partea
de jos
material: cauciuc/metal

fitting position: front axle, center - lower
part
material: rubber/steel

Innovation and tradition since 1924
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Description

MOTOR « ENGINE

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: stanga
material: metal/cauciuc

fitting position: left
material: metal/rubber

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: stanga
material: aluminu (a356)

fitting position: left
material: aluminum (a356)

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

MOTOR « ENGINE

parte montare: dreapta
material: metal/cauciuc
mod operare: hidraulic

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

fitting position: right
material: metal/rubber
operating mode: hydraulic

parte montare: punte fata dreapta
material: cauciuc/metal

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

fitting position: front axle right
material: rubber/steel

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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Remarks

OE Code Application

MOTOR « ENGINE

Description

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.6 16V;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

Innovation and tradition since 1924
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Application

Description

RACIRE « COOLING SYSTEM

pentru autovehicule cu ac

grosimea: 34mm

latimea: 585mm

inaltimea: 415mm

capacitate lichid racire: 1.6l

diametru admisie: 32mm

diametru evacuare: 32mm

suprafata de racire este din aluminiu
bazinele de inchidere sunt din material
plastic.

for vehicles with ac
thickness: 34mm

width: 585mm

height: 415mm

liquid cooling capacity: 1.6l
inlet diameter: 32mm
outlet diameter: 32mm
cooling surface is aluminum

the closing basins are from plastic material

grosimea: 25mm

latimea: 585mm

inaltimea: 414.5mm

capacitate lichid racire: 1.6l

diametru admisie: 32mm

diametru evacuare: 32mm

suprafata de racire este din aluminiu
bazinele de inchidere sunt din material
plastic

thickness: 25mm

width: 585mm

height: 414.5mm

liquid cooling capacity: 1.6l
inlet diameter: 32mm
outlet diameter: 32mm
cooling surface is aluminum

the closing basins are from plastic material

pentru vehicule cu ac

grosimea: 23mm

latimea: 480mm

inaltimea: 415mm

capacitate lichid racire: 1.4l

diametru admisie: 32mm

diametru evacuare: 32mm

suprafata de racire este din aluminiu
bazinele de inchidere sunt din material
plastic

for vehicles with ac
thickness: 23mm

width: 480mm

height: 415mm

liquid cooling capacity: 1.4l
inlet diameter: 32mm
outlet diameter: 32mm
cooling surface is aluminum

the closing basins are from plastic material

Innovation and tradition since 1924

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
1.6 16V;

DACIA LOGAN pick-up 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCij;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6 16V;
DACIA LOGAN MCV 1.6 16V;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;
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RACIRE « COOLING SYSTEM

pentru autovehicule fara ac
grosimea:20mm

latimea: 430mm

inaltimea : 378mm

capacitate lichid racire:1.3l

diametru admisie: 32mm

diametru evacuare: 32mm

suprafata de racire este din aluminiu
bazinele de inchidere sun realizate din
material plastic.

for vehicles without ac
thickness: 20mm

width: 430mm

height: 378mm

liquid cooling capacity: 1.3
inlet diameter: 32mm
outlet diameter: 32mm
cooling surface is aluminum

the closing basins are from plastic material

parte montare: radiator apa
material: aluminu

fitting position: water radiator
material: aluminu

DACIA LOGAN 1.4; 1.5 dCi;

1.6 16V;

DACIA LOGAN MCV 1.4;

1.6 16V;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

parte montare: radiator apa
material: aluminu

fitting position: water radiator
material: aluminu

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

parte montare: radiator apa, partea
inferiorara
material: cauciuc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: water radiator, inferior part
material: rubber

grosimea: 16mm DACIA LOGAN 1.5 dCi;

latimea: 538mm 1.6 16V;
inaltimea: 388.4mm DACIA LOGAN MCV 1.5 dCi;
material: aluminu 1.6 16V;

fara uscator DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
RENAULT LOGAN 1.5 dCi; 1.6;

RENAULT LOGAN MCV 1.5 dCi;

thickness: 16mm
width: 538mm

height: 388.4mm 1.6;
material: aluminum RENAULT TONDAR 90 1.5 dCi;
without dryer 1.6;
RENAULT TONDAR 90 MCV
1.5 dCi; 1.6;

Innovation and tradition since 1924
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RACIRE « COOLING SYSTEM

grosimea: 16mm
latimea: 514mm
inaltimea: 377.5mm
material: aluminu
cu uscator

thickness: 16mm
width: 514mm
height: 377.5mm
material: aluminum
with dryer

dimensiuni radiator (mm): 654x113x108

core dimensions (mm): 654x113x108

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
RENAULT LOGAN 1.6; 1.6 Flex;
RENAULT TONDAR 90 1.6;
1.6 Flex;

DACIA LOGAN 1.5 dC;j;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;
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ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

Innovation and tradition since 1924
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RACIRE « COOLING SYSTEM

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCi;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 MPI 85;

DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

parte montare: de la radiator apa la motor
material: cauciuc cu insertii de fibra

fitting postion: from water radiator to
engine
material: rubber with fiber insertions

DACIA LOGAN 1.4; 1.6;

1.6 16V;

DACIA LOGAN MCV 1.4; 1.6;
1.6 16V;

DACIA LOGAN VAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.6;

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

DACIA LOGAN 1.4;

1.4 MPI LPG;

DACIA LOGAN MCV 1.4;
DACIA LOGAN pick-up 1.4;
DACIA LOGAN VAN 1.4;
MAHINDRA R LOGAN 1.4;
MAHINDRA R VERITO 1.4;
RENAULT LOGAN 1.4;
RENAULT LOGAN MCV 1.4;
RENAULT TONDAR 90 1.4;
RENAULT TONDAR 90 MCV
1.4;

parte montare: deasupra/ de la conducta DACIA LOGAN 1.4; 1.6;

cuplare la radiator racire 1.6 16V;
material: cauciuc cu insertii de fibra DACIA LOGAN MCV 1.4; 1.6;
1.6 16V;

DACIA LOGAN VAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.6;

fitting postion: above/ from coupling pipe to
water radiator
material: rubber with fiber insertions

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.6;

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN MCV 1.4; 1.6;
1.6 16V; 1.6 16V Flexifuel;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN pick-up 1.4;
1.6; 1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.6;

temperatura de deschidere: 89 °c

opening temperature: 89°c

DACIA LOGAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

temperatura de deschidere: 89 °c

opening temperature: 89°c

DACIA LOGAN 1.4; 1.6;

1.6 16V;

DACIA LOGAN MCV 1.4; 1.6;
1.6 16V;

DACIA LOGAN pick-up 1.6;
DACIA LOGAN VAN 1.4; 1.6;
RENAULT LOGAN 1.4; 1.6;
RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 1.4; 1.6;
RENAULT TONDAR 90 MCV
1.4; 1.6;

Innovation and tradition since 1924
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RACIRE « COOLING SYSTEM

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: sistem racire DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: cooling system

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

material: cauciuc DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

material: rubber

DACIA LOGAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

material: tabla otel aluminizata

material: aluminized steel

DACIA LOGAN 1.4; 1.6;
1.4 MPI LPG; 1.6 16V;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;
1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;
RENAULT LOGAN 1.4; 1.6;
1.6 Flex;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

toba finala
material: tabla otel aluminizata

rear muffler
material: aluminized steel

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;

1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT TONDAR 90 1.4; 1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;

1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT TONDAR 90 1.4; 1.6;

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

toba finala
material: tabla otel aluminizata

DACIA LOGAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;

rear muffler
material: aluminized steel

toba finala
material: tabla otel aluminizata

DACIA LOGAN MCV 1.5 dCij;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV

rear muffler 1.5 dCi;

material: aluminized steel

toba finala
material: tabla otel aluminizata

DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

rear muffler
material: aluminized steel

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

toba finala
material: tabla otel aluminizata

rear muffler
material: aluminized steel

teava de legatura / toba intermediara
material: tabla otel aluminizata

exhaust pipe/ intermediary muffler
material: aluminized steel

DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

RENAULT LOGAN MCV 1.4,
1.6;

RENAULT TONDAR 90 MCV
1.4;1.6;

teava de legatura / toba intermediara
material: tabla otel aluminizata

exhaust pipe/ intermediary muffler
material: aluminized steel

DACIA LOGAN MCV 1.5 dCi;
DACIA LOGAN pick-up 1.5 dCi;
DACIA LOGAN VAN 1.5 dCi;

DACIA LOGAN MCV 1.5 dCi;
RENAULT LOGAN MCV 1.5 dCi;
RENAULT TONDAR 90 MCV
1.5 dCij;

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

toba intermediara

DACIA LOGAN 1.4; 1.6;
material: tabla otel aluminizata

1.4 MPI LPG; 1.6 Bifuel;

1.6 MPI 85;
intermediary muffler MAHINDRA R LOGAN 1.4;
material: aluminized steel 1.6 CNG;

MAHINDRA R VERITO 1.4;
NISSAN APRIO 1.6;

RENAULT LOGAN 1.4; 1.6;

1.6 Flex;

RENAULT TONDAR 90 1.4; 1.6;
1.6 Flex;

teava de legatura / toba intermediara

DACIA LOGAN 1.5 dCi;
material: tabla otel aluminizata

MAHINDRA R LOGAN 1.5 D;
MAHINDRA R VERITO 1.5 D;
RENAULT LOGAN 1.5 dCi;
RENAULT TONDAR 90 1.5 dCi;

exhaust pipe/ intermediary muffler
material: aluminized steel

toba intermediara

DACIA LOGAN 1.6 16V;
material: tabla otel aluminizata

RENAULT LOGAN 1.6;

RENAULT TONDAR 90 1.6;
intermediary muffler

, material: aluminized steel
i

Innovation and tradition since 1924
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ESAPAMENTE « EXHAUST SYSTEM

toba intermediara
material: tabla otel aluminizata

intermediary muffler
material: aluminized steel

toba intermediara
material: tabla otel aluminizata

intermediary muffler
material: aluminized steel

DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 MCV
1.6;

toba intermediara
material: tabla otel aluminizata

intermediary muffler
material: aluminized steel

DACIA LOGAN MCV 1.4; 1.6;
1.6 Bifuel; 1.6 MPI 85;
DACIA LOGAN VAN 1.4; 1.6;
1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.6;

RENAULT TONDAR 90 MCV
1.4;1.6;

DACIA LOGAN 1.4; 1.6;

1.4 MPI LPG; 1.6 MPI 85;
MAHINDRA R LOGAN 1.4;

1.6 CNG;

RENAULT LOGAN 1.4; 1.6;
RENAULT TONDAR 90 1.4; 1.6;

Innovation and tradition since 1924
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Description

ESAPAMENTE « EXHAUST SYSTEM

toba intermediara
material: tabla otel aluminizata

DACIA LOGAN MCV 1.6 16V;
1.6 16V Flexifuel;

RENAULT LOGAN MCV 1.6;
RENAULT TONDAR 90 MCV
1.6;

intermediary muffler
material: aluminized steel

parte montare: sistem de esapament DACIA LOGAN 1.5 dCi;
MAHINDRA R LOGAN 1.5 D;
RENAULT LOGAN 1.5 dCi;

RENAULT TONDAR 90 1.5 dCi;

fitting part: exhaust system

Innovation and tradition since 1924
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ELEMENTE OPTICE « OPTICAL ELEMENTES

pentru vehicule pana in an fabricatie 2008
set 2buc (stanga/dreapta)

sunt dotare cu becuri hl 12v 55w pentru
faza lunga/scurta

nu este necesar nici un element de fixare
suplimentar

for vehicle produced before 2008

set 2pcs (left/right)

equiped with bulbs h1l 12v 55ww for
distance and lower light beam

not need any additional element for fixture

pentru vehicule pana in an fabricatie 2008
parte montare: stanga

e-mark: e8 01 02 0886

reglarea farului se face pe pozitia “0” a
butonului de reglaj cu ajutorul unui
regloscop in limita a +2.5° + -2.5°in plan
vertical si £3° in plan orizontal

reglarea fasciculului luminos in functie de
incarcarea masinii este de 2°. aceasta
reglare se face din habitaclu prin actionare
mecanica.

for vehicles produced before 2008

fitting position: left

e-mark: e8 01 02 0886

the adjustment is realized on “0” position of
the control button by means of a setter up
in the limit of +2.5°+ -2.5° vertically and
+3° horizontally

the adjustment of the luminous beam
depending on car loading is of 2°. this
adjustment is realized from the binnacle by
mechanic driving

pentru vehicule pana in an fabricatie 2008
parte montare: dreapta

e-mark: e8 01 02 0886

reglarea farului se face pe pozitia “0” a
butonului de reglaj cu ajutorul unui
regloscop in limita a +2.5° + -2.5%in plan
vertical si £3° in plan orizontal

reglarea fasciculului luminos in functie de
incarcarea masinii este de 2°. aceasta
reglare se face din habitaclu prin actionare
mecanica.

for vehicles produced before 2008

fitting position: right

e-mark: e8 01 02 0886

the adjustment is realized on “0” position of
the control button by means of a setter up
in the limit of +2.5°+ -2.5° vertically and
+3° horizontally

the adjustment of the luminous beam
depending on car loading is of 2°. this
adjustment is realized from the binnacle by
mechanic driving

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;




:”A—u Romanian parts for Romanian cars

ASAM no. Remarks OE Code Application

Description

ELEMENTE OPTICE « OPTICAL ELEMENTES

pentru vehicule dupa an fabricatie 2008
parte montare: stanga

reglarea farului se face pe pozitia “0” a
butonului de reglaj cu ajutorul unui
regloscop in limita a +2.5° + -2.5°in plan
vertical si £3° in plan orizontal

reglarea fasciculului luminos in functie de

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;

incarcarea masinii este de 2°. aceasta 1.6 MPI 85;

reglare se face din habitaclu prin actionare MAHINDRA R LOGAN 1.4;

mecanica. 1.5 D; 1.6 CNG;
MAHINDRA R VERITO 1.4;
1.5D;

for vehicles produced after 2008
fitting position: left
the adjustment is realized on “0” position of

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;

the control button by means of a setter up 1.5 dCi; 1.6;

in the limit of +2.5°+ -2.5° vertically and RENAULT TONDAR 90

+3° horizontally 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
the adjustment of the luminous beam 1.6 Flex;

depending on car loading is of 2°. this RENAULT TONDAR 90 MCV
adjustment is realized from the binnacle by 1.4; 1.5 dCi; 1.6;

mechanic driving

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;

pentru vehicule dupa an fabricatie 2008
parte montare: dreapta

reglarea farului se face pe pozitia “0” a
butonului de reglaj cu ajutorul unui
regloscop in limita a +2.5° + -2.5°in plan
vertical si £3° in plan orizontal

reglarea fasciculului luminos in functie de

incarcarea masinii este de 2°. aceasta 1.6 MPI 85;

reglare se face din habitaclu prin actionare MAHINDRA R LOGAN 1.4;

mecanica. 1.5 D; 1.6 CNG;
MAHINDRA R VERITO 1.4;
1.5D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;

for vehicles produced after 2008
fitting position: right
the adjustment is realized on “0” position of

the control button by means of a setter up 1.5 dCi; 1.6;

in the limit of +2.5°+ -2.5° vertically and RENAULT TONDAR 90

+3° horizontally 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
the adjustment of the luminous beam 1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

depending on car loading is of 2°. this
adjustment is realized from the binnacle by
mechanic driving

parte montare: stanga / dreapta
bec: h8 35w

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front, left/right
bulb: h8 35w

Innovation and tradition since 1924
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Description

ELEMENTE OPTICE « OPTICAL ELEMENTES

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru proiector ceata 16009

for fog lamp 16009

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: aripa fata stanga/dreapta

fitting position: front fender left/right

Innovation and tradition since 1924
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Description

ELEMENTE OPTICE « OPTICAL ELEMENTES

parte montare: bara spate (iluminare numar
inmatriculare)

fitting position: rear bumber (lighting
registration number)

pentru vehicule pana in an fabricatie 2008
set 2buc (stanga/dreapta)

stop clar, fundal crom,sistem clasic pe
becuri;

dotate cu becuri corespunzatoare:
semnalizare galben (py21/5w)

stop frana (p21/5w)

marsarier/lumina ceata (p21/5w)

nu este necesar nici un element de fixare
suplimentar

for vehicle produced before 2008

set of 2pcs (left / right)

stop clear, background chrome, classic
lamp system;

equipped with corresponding bulbs:

yellow signal (py21/5w)

stop light (p21/5w)

reverse / fog light (p21/5w)

not need any additional element for fixture

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule pana in an fabricatie 2008
parte montare: stanga

culoare semnalizator: galbena

dotate cu becuri corespunzatoare:
semnalizare galben (py21w)

stop frana (p21/5w)

marsarier/lumina ceata (p21/5w)

pentru vehicule pana in an fabricatie 2008
fitting position: left

colour of signaling part: yellow

equipped with appropriate bulbs:

yellow signal (py21w)

stop light (p21/5w)

reverse/fog light (p21/5w)

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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ELEMENTE OPTICE « OPTICAL ELEMENTES

pentru vehicule pana in an fabricatie 2008
parte montare: dreapta

culoare semnalizator: galbena

dotate cu becuri corespunzatoare:
semnalizare galben (py21w)

stop frana (p21/5w)

marsarier/lumina ceata (p21/5w)

pentru vehicule pana in an fabricatie 2008
fitting position: right

colour of signaling part: yellow

equipped with appropriate bulbs:

yellow signal (py21w)

stop light (p21/5w)

reverse/fog light (p21/5w)

parte montare: lampa spate stanga
culoare semnalizare: galbena

fitting position: rear lamp left
colour of signaling part: yellow

parte montare: lampa spate dreapta
culoare semnalizare: galbena

fitting position: rear lamp right
colour of signaling part: yellow

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;
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ELEMENTE OPTICE « OPTICAL ELEMENTES

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

pentru vehicule pana in an fabricatie 2008
parte montare: stanga

culoare semnalizator: alba 1.6 16V;
dotate cu becuri corespunzatoare: MAHINDRA R LOGAN 1.4;
semnalizare galben (py21w) 1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;

stop frana (p21/5w)
marsarier/lumina ceata (p21/5w)

pentru vehicule pana in an fabricatie 2008 RENAULT TONDAR 90
fitting position: left 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
colour of signaling part: white 1.6 Flex;

equipped with appropriate bulbs:
yellow signal (py21w)

stop light (p21/5w)

reverse/fog light (p21/5w)

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

pentru vehicule pana in an fabricatie 2008
parte montare: dreapta

culoare semnalizator: alba 1.6 16V;
dotate cu becuri corespunzatoare: MAHINDRA R LOGAN 1.4;
semnalizare galben (py21w) 1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;

stop frana (p21/5w)
marsarier/lumina ceata (p21/5w)

pentru vehicule pana in an fabricatie 2008 RENAULT TONDAR 90
fitting position: right 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
colour of signaling part: white 1.6 Flex;

equipped with appropriate bulbs:
yellow signal (py21w)

stop light (p21/5w)

reverse/fog light (p21/5w)

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

parte montare: lampa spate stanga
culoare semnalizare: alba

1.6 16V;
fitting position: rear lamp left MAHINDRA R LOGAN 1.4;
colour of signaling part: white 1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924




-id.m Romanian parts for Romanian cars

ASAM no.
Description

Remarks OE Code

Application
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parte montare: lampa spate dreapta
culoare semnalizare: alba

fitting position: rear lamp right
colour of signaling part: white

pentru vehicule dupa an fabricatie 2008
parte montare: dreapta

for vehicles produced after 2008
fitting position: right

pentru vehicule dupa an fabricatie 2008
parte montare: stanga

for vehicles produced after 2008
fitting position: left

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.5 dCij;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.5 dCi; 1.6;
RENAULT TONDAR 90 1.5 dCi;
1.6;

DACIA LOGAN 1.5 dCi;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.5 dCi; 1.6;
RENAULT TONDAR 90 1.5 dCi;
1.6;
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parte montare: dreapta DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: right

parte montare: stanga DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: left

DACIA LOGAN 1.5 dCi;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 1.5 dCi;
1.6; 1.6 Flex;

parte montare: spate dreapta

fitting position: rear right

Innovation and tradition since 1924



'fA.pe Romanian parts for Romanian cars

LR )

Photo ASAM no. Remarks OE Code Application

Description
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parte montare: lampa stanga

fitting position: rear left

DACIA LOGAN 1.5 dCi;

1.6 Bifuel; 1.6 MPI 85;
MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 1.5 dCi;
1.6; 1.6 Flex;

Innovation and tradition since 1924
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CAROSERIE - BODY PARTS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: dreapta
reglaj electric

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

cu incalzire 1.6 16V; 1.6 Bifuel;
1.6 MPI 85;
fitting position: right MAHINDRA R LOGAN 1.4;
electrical adjustmanet 1.5 D; 1.6 CNG;
with heating MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

parte montare: stanga
reglaj electric

cu incalzire 1.6 16V; 1.6 Bifuel;
1.6 MPI 85;
fitting position: left MAHINDRA R LOGAN 1.4;
electrical adjustmanet 1.5 D; 1.6 CNG;
with heating MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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CAROSERIE - BODY PARTS

parte montare: oglinda exterioara
stanga/dreapta (30331/30330)
incalzit

carcasa plastic

fitting position: exterior mirror left/right
(30331/30330)

with heating

with plastic frame

parte montare: oglinda exterioara
stanga/dreapta (30382/30381)
carcasa plastic

fitting position: exterior mirror left/right
(30382/30381)
with plastic frame

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: dreapta
reglaj mecanic

fitting position: right
mechanical adjustmanet

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

parte montare: stanga
reglaj mecanic

fitting position: left 1.6 MPI 85;

mechanical adjustmanet MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;
MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: stanga
reglaj electric
cu incalzire

fitting position: left
electrical adjustmanet
with heating

Innovation and tradition since 1924
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Application

Description

CAROSERIE - BODY PARTS

parte montare: dreapta
reglaj electric
cu incalzire

fitting position: right
electrical adjustmanet
with heating

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: oglinda exterioara stanga
(30362)

incalzit

carcasa plastic

fitting position: exterior mirror left (30362)
with heating
with plastic frame

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: oglinda exterioara dreapta
(30361)

incalzit

carcasa plastic

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: exterior mirror right (30361)
with heating
with plastic frame

parte montare: capota fata stanga
material: otel (0l152)

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: bonnet (hood) right
material: steel (0l52)

Innovation and tradition since 1924
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ASAM no.

Remarks

OE Code

Application

Description

CAROSERIE - BODY PARTS

/

parte montare: capota fata dreapta
material: otel (0152)

fitting position: bonnet (hood) left
material: steel (0l52)

parte montare: usa exterior fata/spate &
stanga/dreapta

set 4buc

kit montare inclus

dimensiuni: 95cmx3xm (fata); 75x3cm
(spate)

fitting position: door (outer part) front/rear,
left/right

set 4pcs

mounting kit included

sizes: 95cmx3xm (front); 75x3cm (rear)

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: caroserie fata DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: body front

parte montare: fata dreapta
tip carlig

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front right
hook type

Innovation and tradition since 1924
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Application

Description

CAROSERIE - BODY PARTS

parte montare: fata stanga
tip carlig

fitting position: front left
hook type

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

material: plastic abs DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

material: abs plastic

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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Description

CAROSERIE - BODY PARTS

parte montare: usa fata dreapta

motor cu reductor de turatie , alimentat la
12v.

conector alimentare motor.

sistemul de prindere este dispus in forma
de triunghi

cablu actionare din otel.

materiale: otel galvanizat . plastic dur
(termorigid)

fitting position: front door right

geared motor powered from 12v.

motor power connector.

clamping system is willing to form a triangle
steel cable drive.

materials: galvanized steel. hard plastic
(thermoset)

parte montare: usa fata stanga

motor cu reductor de turatie , alimentat la
12v.

conector alimentare motor.

sistemul de prindere este dispus in forma
de triunghi

cablu actionare din otel.

materiale: otel galvanizat . plastic dur
(termorigid)

fitting position: front door left

geared motor powered from 12v.

motor power connector.

clamping system is willing to form a triangle
steel cable drive.

materials: galvanized steel. hard plastic
(thermoset)

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: usa fata/spate exterior
dreapta
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting postion: door (exterior) front/rear,
right

material: plastic with high resistance to
shock

parte montare: usa fata/spate exterior
stanga
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting postion: door (exterior) front/rear,
left

material: plastic with high resistance to
shock

Innovation and tradition since 1924
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CAROSERIE - BODY PARTS

parte montare: usa fata/spate interior
dreapta
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting postion: door (interior) front/rear,
right

material: plastic with high resistance to
shock

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: usa fata/spate interior
stanga
material: plastic cu rezistenta sporita la soc

fitting postion: door (interior) front/rear, left
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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4

parte montare: habitaclu
set fixare usita compartiment depozitare

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: interor

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924



-Am Romanian parts for Romanian cars

LR )

ASAM no.
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DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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lungime [mm]: 890
filet: m6x1

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

length [mm]: 890
thread diameter: mé6x1

reglabil (0°+90°)
filet: m16x1

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

adjustable (0°+90°)
thread: m16x1

Innovation and tradition since 1924
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C

set 4buc: 2 fata + 2 spate

ofera protectie pentru noroi, pietricele;
marind astfel siguranta in circulatie
pastreaza masina curata pentru mai mult
timp

rezistenta mare la uzura

montare usoara

set of 4pcs: 2 front + 2 rear

provides protection for dirt, gravel; thereby
i increasing traffic safety

keep the car clean for longer time

high resistance to wear

easy installation

material: otel cu sectiune dreptunghiulara
sarcina maxima: 80kg
kit montare inclus

material: steel rectangular section
maximum load: 80kg
mounting kit included

material: aluminiu
sarcina maxima: 75kg
kit montare inclus

material: aluminum
maximum load: 75kg
mounting kit included

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;
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set 10buc
mentinere carenaj (aripa interioara)
material: plastic

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

set 10pcs
for fastening the mudguard
material: plastic

O)\

pentru vehicule dupa an fabricatie 2008
parte montare: fata dreapta
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

for vehicle produced after year 2008
fitting position: front axle right
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule dupa an fabricatie 2008
parte montare: fata stanga
material: plastic cu rezistenta sporita la soc

for vehicle produced after year 2008
fitting position: front axle left

material: plastic with high resistance to
shock

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: spate dreapta
material: plastic cu rezistenta sporita la soc

fitting position: rear axle right
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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parte montare: spate stanga
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: rear axle left
material: plastic with high resistance to
shock

pentru vehicule dupa an fabricatie 2008
parte montare: fata dreapta
material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

for vehicle produced after year 2008
fitting position: front axle right
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule dupa an fabricatie 2008
parte montare: fata stanga
material: plastic cu rezistenta sporita la soc

for vehicle produced after year 2008
fitting position: front axle left

material: plastic with high resistance to
shock

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule inainte de an fabricatie
2008

parte montare: fata dreapta

material: plastic cu rezistenta sporita la soc

for vehicle produced before year 2008
fitting position: front axle right
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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pentru vehicule inainte de an fabricatie
2008

parte montare: fata stanga

material: plastic cu rezistenta sporita la soc

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

for vehicle produced before year 2008
fitting position: front axle left

material: plastic with high resistance to
shock

diametrul jantei:15”

latimea jantei: 6]

et: 50mm

gauri prindere:4x100x12.5mm
materiale: ol37 a2/a3

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

diameter: 15"

width: 6j

et/offset: 50mm

mounting holes: 4x100x12.5mm
material: 0l37 a2/a3

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

CAROSERIE - BODY PARTS

diametrul jantei: 14"

latimea jantei: 5 %2 j

et: 43mm

gauri prindere:4x100x12.5mm
materiale: 0l37 a2/a3

diameter: 14"

width: 5 % j

et/offset: 43mm

mounting holes: 4x100x12.5mm
material: 0l37 a2/a3

pentru vehicule pana in an fabricatie 2008
parte montare: bara fata, dreapta

for vehicle produced before 2008
fitting position: front bumper, right

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;




:’A.g Romanian parts for Romanian cars

ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

pentru vehicule dupa an fabricatie 2008

for vehicles produce after 2008

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;

pentru vehicule pana in an fabricatie 2008
parte montare: bara fata, stanga

1.6 16V;
for vehicle produced before 2008 MAHINDRA R LOGAN 1.4;
fitting position: front bumper, left 1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

CAROSERIE - BODY PARTS

parte montare: dreapta

fitting postion: front bumper right

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: stanga

fitting postion: front bumper left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: caroserie spate stanga;
material rezistent la impact si coroziune

fitting position: rear body right
material: steel with superior resistance to
impact and corrosion

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application
Description
CAROSERIE * BODY PARTS
parte montare: caroserie spate dreapta; DACIA LOGAN 1.4; 1.6;
material rezistent la impact si coroziune 1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;
fitting position: rear body left MAHINDRA R LOGAN 1.4;
material: steel with superior resistance to 1.5 D; 1.6 CNG;

impact and corrosion NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Flex;

parte montare: dreapta DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting postion: front bumper right

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

CAROSERIE - BODY PARTS

parte montare: stanga

fitting postion: front bumper left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: fata stanga
cu locas pentru semnalizator

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;
MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

fitting position: front, left
with space for signaling lamp

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;
MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4;1.5dCi; 1.6;

parte montare: fata dreapta
cu locas pentru semnalizator

fitting position: front, right
with space for signaling lamp

Innovation and tradition since 1924
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Description

CAROSERIE - BODY PARTS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: bara fata
material: otel
rezistenta superioara la impact si coroziune

fitting position: front bumper
material: steel with superior resistance to
impact and corrosion

DACIA LOGAN 1.4; 1.6;
1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

parte montare: bara spate
material: otel
rezistenta superioara la impact si coroziune

1.6 MPI 85;
fitting position: rear bumper MAHINDRA R LOGAN 1.4;
material: steel with superior resistance to 1.5 D; 1.6 CNG;
impact and corrosion MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

pentru vehicule pana in an fabricatie 2008

for vehicles produced before 2008

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

pentru vehicule pana in an fabricatie 2008 DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

for vehicles produced before 2008

pentru vehicule pana in an fabricatie 2008 DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

for vehicles produced before 2008

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: spate

fitting position: rear

Innovation and tradition since 1924
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Remarks

Application

Description

CAROSERIE - BODY PARTS

parte montare: stanga

fitting position: left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: dreapta

fitting position: right

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: stanga

fitting position: left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: dreapta DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

fitting position: right

parte montare: caroserie fata dreapta DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

fitting position: front body right

Innovation and tradition since 1924
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Description

CAROSERIE - BODY PARTS

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

parte montare: caroserie fata stanga

fitting position: front body left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: fata stanga

fitting position: front left

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: fata dreapta DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

fitting position: front right

parte montare: stanga DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

fitting position: left

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

parte montare: dreapta

fitting position: right

Innovation and tradition since 1924
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ASAM no.
Description

Remarks OE Code

Application

CAROSERIE - BODY PARTS

parte montare: fata stanga

fitting position: front left

parte montare: fata dreapta

fitting position: front right

kit montare inclus

diametrul rotulei de cuplare: 850mm
lungimea bratului rotulei:175mm
materiale: olc30

greutate max. tractata: 1100kg
greutate max. autorizata vehicul: 1580kg
greutate max. dispozitiv: 15kg
sarcina verticala s: 75kg
caracteristica d: 6.4kn

tipul aprobarii: ec94/20

timp montare < lora

mounting kit included

coupling kneecap diameter: g50mm
kneecap arm length: 175mm
materials: olc30

maximum towed weight: 1100kg
authorized maximum vehicle weight:
1580kg

device maximum weight: 15kg

s vertical load: 75kg

feature d: 6.4kn

type approval: ec94/20

installation time < 1hr

Innovation and tradition since 1924

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;

1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5 D;

NISSAN APRIO 1.6;

RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA LOGAN MCV 1.4;
1.5dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

kit montare inclus

diametrul rotulei de cuplare: g50mm
lungimea bratului rotulei:175mm
materiale: olc30

greutate max. tractata: 1300kg

greutate max. autorizata vehicul: 2000kg
greutate max. dispozitiv: 19kg

sarcina verticala s: 75kg

caracteristica d: 7.7kn

tipul aprobarii: ec94/20 1.6 MPI 85;

timp montare < lora RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

mounting kit included RENAULT TONDAR 90 MCV

coupling kneecap diameter: 850mm 1.4;1.5dCi; 1.6;

kneecap arm length: 175mm
materials: olc30

maximum towed weight: 1300kg
authorized maximum vehicle weight:
2000kg

device maximum weight: 19kg

s vertical load: 75kg

feature d: 7.7kn

type approval: ec94/20

installation time < 1hr

polaritate: 7 poli, cu stecher montat
lungime cablu: 1300mm

pentru dispozitiv remorcare 70210, 70211,
01325

DACIA LOGAN 1.4; 1.6;

1.2 16V; 1.4 MPI LPG; 1.5 dCi;
1.6 16V; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN MCV 1.4;

1.5 dCi; 1.6; 1.6 16V;

1.6 16V Flexifuel; 1.6 Bifuel;
1.6 MPI 85;

DACIA LOGAN pick-up 1.4;
1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

DACIA LOGAN VAN 1.4;

1.5 dCi; 1.6; 1.6 Bifuel;

1.6 MPI 85;

MAHINDRA R LOGAN 1.4;
1.5 D; 1.6 CNG;

MAHINDRA R VERITO 1.4;
1.5D;

NISSAN APRIO 1.6;
RENAULT LOGAN 1.0 Hi-Flex;
1.4; 1.5 dCi; 1.6; 1.6 Flex;
RENAULT LOGAN MCV 1.4;
1.5 dCi; 1.6;

RENAULT TONDAR 90

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Flex;

RENAULT TONDAR 90 MCV
1.4; 1.5 dCi; 1.6;

polarity: 7 poles, with plug fitted

ength: 1300mm

for trailer coupling device 70210, 70211,
01325

Innovation and tradition since 1924






DACIA Renault
Sandero




Va

riant

Variants Year CP m?3

DACIA SANDERO 1.2 16V 2008.11 >> 55 75 1149
DACIA SANDERO 1.2 16V Bifuel 2008.11 >> 55 75 1149
DACIA SANDERO 1.4 2008.06 >> 55 75 1390
DACIA SANDERO 1.4 MPI LPG 2009.01 >> 53 72 1390
DACIA SANDERO 1.5 dCi 2008.11 >> 50 68 1461
DACIA SANDERO 1.5 dCi 2010.05 >> 55 75 1461
DACIA SANDERO 1.5 dCi 2008.11 >> 63 86 1461
DACIA SANDERO 1.5 dCi 2010.05 >> 65 88 1461
DACIA SANDERO 1.6 2008.06 >> 64 87 1598
DACIA SANDERO 1.6 MPI 85 2010.05 >> 62 84 1598
RENAULT SANDERO 1.0 Hi-Flex 2007.11 >> 57 78 999

RENAULT SANDERO 1.4 2009.02 >> 55 75 1390
RENAULT SANDERO 1.5 dCi 2008.02 >> 47 64 1461
RENAULT SANDERO 1.6 2010.11 >> 62 84 1598
RENAULT SANDERO 1.6 2009.02 >> 64 87 1598
RENAULT SANDERO 1.6 2009.05 >> 66 90 1598
RENAULT SANDERO 1.6 2007.12 >> 75 102 1598
RENAULT SANDERO 1.6 2007.12 >> 76 103 1598
RENAULT SANDERO 1.6 2008.02 >> 80 109 1598
RENAULT SANDERO 1.6 Hi-Flex 2007.11 >> 68 92 1598
RENAULT SANDERO 1.6 Hi-Flex 2007.11 >> 79 107 1598




:”A—u Romanian parts for Romanian cars

ASAM no. OE Code Application

Description

DIRECTIE « STEERING

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata stanga
grosime tabla: 2.5mm
echipat: 2x30292 + 1x30132

fitting position: front axle left
steel thickeness: 2.5mm
equipped: 2x30292 + 1x30132

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata dreapta
grosime tabla: 2.5mm
echipat: 2x30292 + 1x30132

fitting position: front axle right
steel thickeness: 2.5mm
equipped: 2x30292 + 1x30132

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: brat suspensie punte fata
stanga/dreapta

dimensiune conus: g18mm

material bolt sferic: 40cr10

duritate bolt sferic: 30+32 hrc

unghi basculare: min. 52°

componenta brat suspensie 30120 & 30119

fitting position: front axle, control arm
left/right

conus size: g18mm

conus material: 40cr10

conus hardness: hrc 30 + 32

angle declination: min. 52

component of control arm 30120 & 30119

Innovation and tradition since 1924
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ASAM no. Remarks OE Code

Application

Description

DIRECTIE « STEERING

parte montare: punte fata stanga/dreapta
(brat suspensie: 2buc)
componenta brat suspensie 30120 & 30119

fitting position: front axle, control arm
(2pcs) left/right
component of control arm 30120 & 30119

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule fara servodirectie asistata

for vehicles with manual steering

I/

DACIA SANDERO 1.2 16V; 1.4;
1.5 dCi; 1.6;

RENAULT SANDERO 1.4;

1.5 dCi; 1.6;

parte montare: punte fata stanga/dreapta
lungime: 194mm

filet imbinare pipa bieleta :m14x1.5mm
filet imbinare caseta directie:m12x1mm
unghiul de dezbatere: minim 54°

forta de extractie (smulgere)bolt sferic:
fmin=3000dan

rezistenta asamblare element de legatura:
fmin=3000dan

fitting position: front axle left/right

length: 194mm

thread (tie rod end side): m14x1.5mm
thread (steering box side) : m12x1m
debate angle: 54 ° minimum

debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
3000dan

contact resistance element assembly: fmin
= 3000dan

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924




ASAM no.
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OE Code

Application

DIRECTIE « STEERING

Description

parte de montare: punte fata stanga
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

fitting position: front axle left

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

parte de montare: punte fata dreapta
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

fitting position: front axle right

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

pentru temperaturi scazute

parte de montare: punte fata stanga
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

for low temperatures

fitting position: front axle left

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;
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ASAM no.

Remarks OE Code

Application

DIRECTIE « STEERING

Description

pentru temperaturi scazute

parte de montare: punte fata dreapta
filet imbinare corp bieleta :m14x1.5mm
filet bolt sferic :m10x1,25mm

unghiul de dezbatere longitudinal:minim
54°

unghiul de dezbatere transversal :minim
36°

forta de extractie (smulgere)bolt sferic:
fmin=1500dan

rezistenta asamblare element de legatura:
fmin=3000dan

rezistenta inchidere corp rotula:f
min=2000dan

for low temperatures

fitting position: front axle right

thread (axial rod side): m14x1.5mm
thread (conus) : m10x1, 25mm

debate longitudinal angle: 54 ° minimum
debate transverse angle: 36 ° minimum
extraction force (pulling) conus: fmin =
1500dan

contact resistance element assembly: fmin
= 3000dan

closing body resistance: fmin = 2000dan

parte montare: punte fata stanga/dreapta
filet exterior: m8x1.25

fitting position: front axle left/right
outter thread: m8x1.25

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

DIRECTIE « STEERING

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata stanga/dreapta
material: 0152

fitting position: front axle left/right
materil: 0152

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata stanga/dreapta

fitting position: front axle left/right

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte spate stanga/dreapta
grosime (mm): 55

diametru interior (mm): 12

diametru exterior (mm): 67

fitting position: rear axle left/right
thickness (mm): 55

inner diameter (mm): 12

outter diameter (mm): 67

Innovation and tradition since 1924
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Description

DIRECTIE « STEERING

partea de montare: punte fata
stanga/dreapta

gaurile de prindere a rotii in numar de 4
echidistante dispuse pe un diametru de
100mm si filetate cu m12x1.5

2 gauri de prindere a discului de frina
dispuse pe diametrul de 100mm si filetate
cu m8x1.25

zona montaj rulment g 35 k6

zona centrare janta g61mm

grosimea flansei butucului de 12mm
numar caneluri : 23

materiale: 37cr10 matritat stas 11500/2-89

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

fitting position: front axle left/right

the 4 equidistant holes for fixing the wheel
rim are displayed on a diameter of 100mm
and have the thread of m12x1.5

the 2 holes for attaching the brake disc are
displayed on a diameter of 100mm have
thread of m8x1.25

bearing assembly area g 35 k6

centering rim area g61mm

thickness of hub flange: 12mm

number of grooves: 23

materials: 37cr10 molding 11500/2-89 stas

partea de montare: punte fata
stanga/dreapta

gaurile de prindere a rotii in numar de 4
echidistante dispuse pe un diametru de
100mm si filetate cu m12x1.5

2 gauri de prindere a discului de frina
dispuse pe diametrul de 100mm si filetate
cu m8x1.25

zona montaj rulment g 37 k6

zona centrare janta g61mm

grosimea flansei butucului de 12mm
numar caneluri : 21

materiale: 37cr10 matritat stas 11500/2-89

DACIA SANDERO 1.2 16V; 1.4;
1.6;
RENAULT SANDERO 1.4; 1.6;

fitting position: front axle left/right

the 4 equidistant holes for fixing the wheel
rim are displayed on a diameter of 100mm
and have the thread of m12x1.5

the 2 holes for attaching the brake disc are
displayed on a diameter of 100mm have
thread of m8x1.25

bearing assembly area @ 35 k6

centering rim area g61mm

thickness of hub flange: 12mm

number of grooves: 21

materials: 37cr10 molding 11500/2-89 stas

|a

parte montare: punte spate stanga/dreapta
materiale: 37cr10 & 40cr10 matritat stas
11500/2-89

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: rear axle left/right
materials: 37cr10 & 40cr10 molding
11500/2-89 stas

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

DIRECTIE « STEERING

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule fara abs

parte montare: punte fata stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 37

diametru exterior (mm): 72

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 72

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

for vehicles without abs

fitting position: front axle left/right
kit includes: 1bearing + 1circleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 37

outter diameter (mm): 72
circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule cu abs

parte montare: punte fata stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 37

diametru exterior (mm): 72

cu senzor abs integrat

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 72

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

for vehicles with abs

fitting position: front axle left/right
kit includes: 1bearing + 1circleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 37

outter diameter (mm): 72

abs sensor integrated

circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

Innovation and tradition since 1924
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Description

DIRECTIE « STEERING

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte spate stanga/dreapta
kit-ul contine: 1 rulment + 1 inel siguranta
+ 1 piulita

dimensiuni rulment

latime (mm): 37

diametru interior (mm): 25

diametru exterior (mm): 52

dimensiuni inel siguranta:

latime (mm): 2

diametru exterior (mm): 52

dimensiuni piulita:

filet: m20x1.5mm

hexagon exterior

fitting position: rear axle left/right
kit includes: 1bearing + lcircleclip + laxle
nut

bearing size

width (mm): 37

inner diameter (mm): 25

outter diameter (mm): 52
circleclip ring size:

width (mm): 2

outter diamter (mm): 72

axle nut size

thread: m20x1.5mm

exterior hexagon

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

SUSPENSIE « SUSPENSION

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

partea de montare: punte fata
stanga/dreapta

tip amortizor: presiune ulei & gaz
sistem amortizor: bitubular
cursa: 170mm

rugozitatea tijei: 0.05um
duritatea tijei: 21hrc

fitting position: front axle left/right
type : oil & gas pressure

system: bitubular

race: 170mm

rod roughness: 0.05um

rod hardness: 21hrc

parte montare: amortizor fata DACIA SANDERO 1.2 16V;

stanga/dreapta 1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
fitting position: left/right front shock 1.6 MPI 85;
absorber RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

fitting position: front axle left/right
material: rubber/metal

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

SUSPENSIE « SUSPENSION

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: front axle left/right
material: rubber/metal

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: front axle left/right
material: rubber/metal

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

SUSPENSIE « SUSPENSION

parte montare: punte fata stanga/dreapta DACIA SANDERO 1.2 16V;

Innovation and tradition since 1924

grosime [mm]: 9 mm
diametru interior [mm]: 16
diametru exterior [mm]: 56

fitting position: front axle left/right
pentru amortizor suspensie 30150
thickness [mm]: 9 mm

inner diameter [mm]: 16

outter diameter [mm]: 56

1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

partea de montare: punte spate
stanga/dreapta

tip amortizor: presiune ulei & gaz
sistem amortizor: bitubular
cursa: 140mm

rugozitatea tijei: 0.05um
duritatea tijei: 21hrc

fitting position: rear axle left/right
type : oil & gas pressure

system: bitubular

race: 140mm

rod roughness: 0.05um

rod hardness: 21hrc

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;
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ASAM no.
Description

Remarks OE Code

Application

SUSPENSIE « SUSPENSION

parte montare: punte spate stanga/dreapta
pentru amortizor suspensie 30151

fitting position: rear axle left/right
for shock absorber 30151
material: rubber/metal

parte montare: punte spate stanga/dreapta
pentru amortizor suspensie 30151

fitting position: rear axle left/right
for shock absorber 30151

partea de montare: punte fata
stanga/dreapta

diametrul spirei:14mm

numarul de spire active:z=3.5spire

fitting position: front axle left/right
coil diamter [mm]: 14
number of active coils: 3.5

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;
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Photo ASAM no. Remarks OE Code Application

Description

SUSPENSIE « SUSPENSION

partea de montare: punte spate
stanga/dreapta

diametrul spirei:12mm

numarul de spire active: z= 6.5spire

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: rear axle left/right
coil diamter [mm]: 12
number of active coils: 6.5

Innovation and tradition since 1924
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Description

TRANSMISIE - TRANSMISSION

DACIA SANDERO 1.2 16V; 1.4;
1.6;

pentru autovehicule fara abs

parte montare: punte fata stanga

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:g23mm

lungimea minina a planetarei:685mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs
fitting position: front axle left
teeth number: 23

teeth area diameter: 225mm
min. length: 685mm

slide: 40mm

thread: m20x1.5mm

DACIA SANDERO 1.2 16V; 1.4;
1.6;

pentru autovehicule fara abs

parte montare: punte fata dreapta

numarul de caneluri de legatura cu butucul:
21 caneluri

diametrul zonei canelate:g23mm

lungimea minina a planetarei:760mm
lungimea maxima a planetarei:800mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs

fitting position: front axle right
teeth number: 21

teeth area diameter: g23mm
min. length:760mm

max. length: 800mm

slide: 40mm

thread: m20x1.5mm

pentru autovehicule fara abs DACIA SANDERO 1.5 dCi;
parte montare: punte fata stanga

numarul de caneluri de legatura cu butucul:
23 caneluri

diametrul zonei canelate:25mm

lungimea planetarei: 685mm

culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs
fitting position: front axle left
teeth number: 23

teeth area diameter: 25mm
min. length: 685mm

slide: 40mm

thread: m20x1.5mm

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

pentru autovehicule fara abs DACIA SANDERO 1.5 dCi;
parte montare: punte fata dreapta

numarul de caneluri de legatura cu butucul:
23 caneluri

diametrul zonei canelate:g25mm

lungimea minina a planetarei:760mm
lungimea maxima a planetarei:800mm
culisarea planetarei:40mm

filet stringere planetara:m20x1.5mm

for vehicles without abs

fitting position: front axle right
teeth number: 23

teeth area diameter: 225mm
min. length:760mm

max. length: 800mm

slide: 40mm

thread: m20x1.5mm

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

parte montare: planetara stanga/dreapta
spre roata

fitting position: cv joint left/right wheel side

DACIA SANDERO 1.2 16V; 1.4;
1.6;

parte de montare: planetara stanga (spre
cv)

-burduf

-rulment

-flansa stringere burduf

-capac protectie rulment

fitting position: cv joint leftt, gearbox side
-boot

-bearing

-flange for fixing the bearing

-bearing protective cap

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

TRANSMISIE - TRANSMISSION

set-ul contine:

1buc - placa presiune 30191
1buc - disc ambreiaj 30192
1buc - rulment presiune 30174

DACIA SANDERO 1.4;
1.4 MPI LPG;
RENAULT SANDERO 1.4;

the kit contains:

1pc - clutch plate 30191

1pc - clutch disc 30192

1pc - bearing pressure 30174

set-ul contine: DACIA SANDERO 1.6;

1lbuc - placa presiune 30324 1.6 MPI 85;
1buc - disc ambreiaj 30325 RENAULT SANDERO 1.6;
1buc - rulment presiune 30174 1.6 Hi-Flex;

the kit contains:

1pc - clutch plate 30324

1pc - clutch disc 30325

1pc - bearing pressure 30174

set-ul contine:

1buc - placa presiune 30311
1buc - disc ambreiaj 70207
1buc - rulment presiune 30174

DACIA SANDERO 1.5 dCi;

the kit contains:

1pc - clutch plate 30311

1pc - clutch disc 70207

1pc - bearing pressure 30174

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

TRANSMISIE - TRANSMISSION

diametru [mm]: 180 DACIA SANDERO 1.4;
1.4 MPI LPG;

diameter [mm]: 180 RENAULT SANDERO 1.4;

DACIA SANDERO 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.6;
1.6 Hi-Flex;

diametru [mm]: 200

diameter [mm]: 200

diametru [mm]: 215 DACIA SANDERO 1.5 dCi;

diameter [mm]: 215

Innovation and tradition since 1924
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Description

TRANSMISIE - TRANSMISSION

diametru [mm]: 180 mm

numarul arcurilor de preluare a socurilor: 6
suprafata activa a ferodoului: 132cm?/o fata
profil butuc: 20x21,6

numar dinti: 26

DACIA SANDERO 1.4;
1.4 MPI LPG;
RENAULT SANDERO 1.4;

diameter [mm]: 180
number springs: 6

ferodo area: 132cm?/1side
hub profile: 20x21.6
number of teeth: 26

diametru [mm]: 200 mm DACIA SANDERO 1.6;

numarul arcurilor de preluare a socurilor: 6 1.6 MPI 85;
suprafata activa a ferodoului: 167cm?/o fata RENAULT SANDERO 1.6;
profil butuc: 20x21,9-26n 1.6 Hi-Flex;

numar dinti: 26

diameter [mm]: 200
number springs: 6

ferodo area: 167cm?/1side
hub profile: 20x21.9-26n
number of teeth: 26

diametru [mm]: 215

numarul arcurilor de preluare a socurilor: 4
suprafata activa a ferodoului: 190cm?/o fata
profil butuc: 20x21,9-26n

numar dinti: 26

DACIA SANDERO 1.5 dCi;

diameter [mm]: 215
number springs: 4

ferodo area: 190cm?/1side
hub profile: 20x21.9-6n
number of teeth: 26

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

diametrul gulerului de actionare a placii de
presiune [mm]: interior 30, exterior 37
diametrul exterior al rulmentului [mm]: 48
diametrul canalului de culisare pe priza de
putere [mm]: 26.5

distanta intre elementele de fixare a furcii
de actionare [mm]: 10.5

inaltimea rulmentului de presiune [mm]: 29

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

diameter of the drive collar pressure plate
[mm]: inner 30, outter 37

outer diameter of the bearing [mm]: 48
channel diameter slide on the pto [mm]:
26.5

distance between fasteners to drive fork
[mm]: 10.5

bearing pressure height [mm]: 29

parte montare: sistem transmisie DACIA SANDERO 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;

1.5 dCi; 1.6; 1.6 Hi-Flex;

fitting position: transmition system

lungime [mm]: 1133
grosime [mm]: 4

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

lenght [mm]: 1133
thickness [mm]: 4

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

TRANSMISIE - TRANSMISSION

lungime [mm]: 1133
grosime [mm]: 4

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

lenght [mm]: 1133
thickness [mm]: 4

4pk718

pentru vehicule fara ac, fara servodirectie
asistata

lungime [mm]: 718

latime [mm]: 14.2

numar caneluri: 4

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

for vehicles without ac, with manual
steering

length [mm]: 718

width [mm]: 14.2

number of ribs: 4

5pk113

pentru vehicule fara ac
lungime [mm]: 1113
latime [mm]: 17.8
numar caneluri: 5

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

for vehicles without ac
length [mm]: 1113
width [mm]: 17.8
number of ribs: 5

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

5pk1750

pentru vehicule cu ac
lungime [mm]: 1750
latime [mm]: 17.8
numar caneluri: 5

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

for vehicles with ac
length [mm]: 1750
width [mm]: 17.8
number of ribs: 5

6pk1203

pentru vehicule cu servodirectie asistata
lungime [mm]: 1203

latime [mm]: 21.4

numar caneluri: 6

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;
1.6;

for vehicles without manual steering
length [mm]: 1203

width [mm]: 21.4

number of ribs: 6

pentru vehicule fara ac DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;

for vehicles without ac RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

TRANSMISIE - TRANSMISSION

pentru vehicule cu ac DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

for vehicles with ac

pentru vehicule cu ac DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

for vehicles with ac

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

TRANSMISIE - TRANSMISSION

motorizarile 1.5dci - pentru vehicule cu ac
motorizarile 1.6 16v - pentru vehicule fara
ac

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;
1.6;

1.5dci engines - for vehicles with ac
1.6 16v engines - for vehicles without ac

Innovation and tradition since 1924
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Description

DISTRIBUTIE « BELT DRIVE

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

RENAULT SANDERO 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

numarul de dinti a rolei de actionare:
20dinti

diametrul rolei de actionare: 59mm
inaltimea danturii de actionare: 21mm
numarul paletelor: 8

diametrul rotorului cu palete: 60mm
surub fixare rola intinzatoare:
m10x1.5x50mm

gaurile de fixare cu diametrul de:7.5mm.
corpul pompei este din aluminiu.

rola de actionare,axul si paletele realizate
din otel inoxidabil.

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

gear (roller) - number of teeth: 20
gear (roller) - diameter: 59mm

gear (roller) - teeth height: 21mm
number of pallets:: 8

rotor with pallets - diameter: 60mm
screw (for fixing the tensioner pulley):
m10x1.5x50mm

fixing holes diameter: 7.5mm.

pump body is aluminum.

the gear (roller), the axle and the pallets
are made of stainless steel.

RENAULT SANDERO 1.6;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

diametrul rolei de actionare: 52mm
inaltimea rolei de actionare: 35mm
numarul paletelor: 10

diametrul rotorului cu palete: 70mm
corpul pompei este din aluminiu.

rola de actionare si axul sunt realizate din
otel inoxidabil.

rotorul cu palete este realizat dintr-un aliaj
de alama.

rotorul cu palete este realizat prin turnare si
prelucrarea cotei de montaj pe axul
pompei.

gear (roller) - diameter: 52mm

gear (roller) - height: 35mm

number of pallets: 10

rotor with pallets - diameter: 70mm

pump body is aluminum.

the gear (roller) and axle are made of
stainless steel.

the rotor with pallets is made from a brass
alloy.

the rotor with pallets is realized by casting
and thru the processing of the assembly
listing on the pump axle.

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

RENAULT SANDERO 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

RENAULT SANDERO 1.6;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

RENAULT SANDERO 1.6;

Innovation and tradition since 1924
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Description

DISTRIBUTIE « BELT DRIVE

&=

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr*cm
rugozitate :3,2um

diametrul discului: 259mm

grosimea discului:12mm

grosimea minima:10.6mm

gaura centrare butuc: g61mm.

gauri prezoane: 4 gauri g13.6mm
echidistante dispuse pe diametrul 2100mm.
gauri prindere disc de butuc: 2 gauri
28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥tcm
roughness: 3.2 ym

disc diameter: 259mm

disc thickness: 12mm

minimum thickness: 10.6mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes ¢8,5mm

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr*cm
rugozitate :3,2um

diametrul discului:259mm

grosimea discului:20.6mm

grosimea minima:17.7mm

gaura centrare butuc: g61mm.

gauri prezoane:4 gauri 13.6mm
echidistante dispuse pe diametrul g100mm.
gauri prindere disc de butuc: 2 gauri
28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥cm
roughness: 3.2 um

disc diameter: 259mm

disc thickness: 20.6mm

minimum thickness: 17.7mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes 8,5mm

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr¥cm
rugozitate :3,2pm

diametrul discului: 238mm

grosimea discului:12mm

grosimea minima:10.6mm

gaura centrare butuc: g61mm.

gauri prezoane: 4 gauri 13.6mm
echidistante dispuse pe diametrul 2100mm.
gauri prindere disc de butuc: 2 gauri
28,5mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥cm
roughness: 3.2 ym

disc diameter: 238mm

disc thickness: 12mm

minimum thickness: 10.6mm

hub centering hole: g61mm.

stud holes: 4 holes equidistant g13.6mm
placed on diameter g100mm.

mounting holes for fixing to the wheel hub:
2 holes 28,5mm

parte montare: punte fata stanga/dreapta
set 4buc

cu suruburi etrier

lungime [mm]: 99,9

inaltime [mm]: 64,8

grosime [mm]: 18

fitting position: front axle left/right
set 4pcs

with caliper screw

length [mm]: 99.9

height [mm]: 64.8

thickness 1[mm]: 18

parte montare: punte fata stanga
pentru disc frana 30137
diametru piston [mm]: 48
diametru interior [mm]: 55
material: fonta

fitting position: front axle left
for disc brake 3037

piston diameter [mm]: 48
diameter [mm]: 55

material: cast iron

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V; 1.4;
1.5 dCi; 1.6;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;
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ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte fata dreapta
pentru disc frana 30137

diametru piston [mm]: 48
diametru interior [mm]: 55
material: fonta

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
fitting position: front axle right 1.6 Hi-Flex;
for disc brake 3037
piston diameter [mm]: 48
diameter [mm]: 55
material: cast iron

parte montare: punte fata stanga
pentru disc frana 30178
diametru piston [mm]: 48
diametru interior [mm]: 50,5
material: fonta

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
fitting position: front axle left 1.6 Hi-Flex;
for disc brake 30178
piston diameter [mm]: 48
diameter [mm]: 50.5
material: cast iron

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: punte fata dreapta
pentru disc frana 30178

diametru piston [mm]: 48
diametru interior [mm]: 50,5
material: fonta

fitting position: front axle right
for disc brake 30178

piston diameter [mm]: 48
diameter [mm]: 50.5

material: cast iron

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

FRANARE « BRAKE SYSTEM

parte montare: punte spate
pentru vehicule fara abs

fitting postion: rear axle
for vehicles without abs

pentru vehicule fara abs

sistem franare: lucas/trw

parte de montare: punte spate
stanga/dreapta

diametrul interior cilindru:18mm.
cursa pistoane minima:66mm.

cursa pistoane maxima:82mm.

locas imbinare conducta m10x1mm.
aerisitor cilindru m7x1mm.

gauri filetate cu m6x1 si o distanta de
32mm intre cele 2 gauri necesare prinderii
de taler

for vehicles without abs

brakind system: lucas/trw

fitting postion: rear axle left/right

cylinder inside diameter: 18mm.

minimum piston stroke: 66mm.

maximum piston stroke: 82mm.

pipe thread: m10x1mm.

vent cylinder vent thread: m7x1mm

m6x1 threaded holes and a 32mm distance
between the 2 holes required for mounting
of plates

pentru vehicule cu abs

parte montare: punte spate stanga/dreapta
raza (mm): 203

latimea (mm): 39

for vehicles with abs

fitting position: rear axle left/right
radius (mm): 203

width (mm): 39

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;
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ASAM no. OE Code Application

Description

FRANARE « BRAKE SYSTEM

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule fara abs

parte montare: punte spate stanga/dreapta
raza (mm): 203

latimea (mm): 38

for vehicles without abs

fitting position: rear axle left/right
radius (mm): 203

width (mm): 38

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule cu abs
parte montare: punte spate stanga/dreapta
pentru saboti frana 30298

for vehicles with abs
fitting position: rear axle left/right
for brake shoes 30298

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;
1.4 MPI LPG; 1.5 dCi; 1.6;

parte montare: punte fata stanga/dreapta
flexibil
lungime [mm]: 330

filet: m10x1 1.6 MPI 85;
RENAULT SANDERO
flexible 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

fitting position: front axle left/right 1.6 Hi-Flex;
length [mm]: 330

thread: m10x1

Innovation and tradition since 1924
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ASAM no.

Remarks

Application

Description

FRANARE « BRAKE SYSTEM

flexibil

parte montare: punte spate stanga/dreapta
lungime [mm]: 309

filet: m10x1

flexible

fitting position: rear axle left/right
length [mm]: 309

thread: m10x1

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

lungime [mm]: 1680

length [mm]: 1680

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

FILTRARE « FILTERS

diametru exterior [mm]: 76
diametru simering [mm]: 72
dimensiune filet [mm]: m20x1,5
inaltime [mm]: 50mm

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4;

1.5 dCi; 1.6; 1.6 Hi-Flex;
diameter [mm]: 76

seal diameter [mm]: 72
thread size [mm]: m20x1, 5
height [mm]: 50mm

diametru [mm]: 62

inaltime [mm]: 143

preparare combustibil: injectie benzina
diametru admisie [mm]: 8

diametru evacuare [mm]: 8

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

diameter [mm]: 62

height [mm]: 143

fuel mixture formation: petrol injection
inlet ¥ [mm]: 8

outlet f [mm]: 8

diametru [mm]: 93.2

inaltime [mm]: 119.5

diametru admisie [mm]: 8/8
diametru evacuare [mm]: 10/10

DACIA SANDERO 1.5 dCi;

diameter [mm]: 93.2
height [mm]: 119.5
inlet F [mm]: 8/8
outlet ¥ [mm]: 10/10

Innovation and tradition since 1924
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ASAM no.

Remarks

Application

FILTRARE * FILTERS

»

Description

diametru exterior [mm]: 89
inaltime [mm]: 195
diametru admisie [mm]: 10
diametru evacuare [mm]: 10
filet: m10x1.5

diameter [mm]: 89
height [mm]: 195
inlet ¥ [mm]: 10
outlet ¥ [mm]: 10
thread: m10x1.5

lungime (mm): 361
latime (mm): 81
inaltime (mm): 59

length (mm): 361
width (mm): 81
height (mm): 59

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

diametru exterior (mm): 296
diamtru interior (mm): 234
inaltime (mm): 91

outter diameter (mm): 296
inner diameter (mm): 234
height (mm): 91

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

FILTRARE « FILTERS

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

lungime (mm): 376
latime (mm): 83
inaltime (mm): 57

length (mm): 376
width (mm): 83
height (mm): 57

lungime (mm): 142
latime 1(mm): 176
latime 2(mm): 98
inaltime (mm): 78

RENAULT SANDERO 1.6;

length (mm): 142
width 1(mm): 176
width 2(mm): 98
height (mm): 78

lungime (mm): 184.5
latime (mm): 180
inaltime (mm): 27.8

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

length (mm): 184.5
width (mm): 180
height (mm): 27.8

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

APRINDERE - IGNITION

RENAULT SANDERO 1.6;

“/

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel;

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

APRINDERE ¢ IGNITION

lungimea electrodului activi23mm
lungime totala:92mm

hexagon stringere :10mm x 7mm.
filet stringere : m10x1mm.

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

filet exterior (mm) 14
pas filet [mm] 1,25
lungime filet [mm] 19
deschidere cheie 16
pozitia scanteii (mm) 4
numar poli 4

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

distanta dintre electrozi [mm] 0,9
moment strangere [nm] 28

filet exterior (mm) 14

pas filet [mm] 1,25

lungime filet [mm] 19

deschidere cheie 16

pozitia scanteii (mm) 3

numar poli 1

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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Description

APRINDERE - IGNITION

material: silicone
tip conectori: sae; m4

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924




*.'A—u Romanian parts for Romanian cars

Photo ASAM no. Remarks OE Code Application

Description

ALIMENTARE « FUEL SUPPLY

utilizat la motoarele: k9k 790; k9k 792; k9k
700; k9k 704

DACIA SANDERO 1.5 dCi;

used for engine codes: k9k 790; k9k 792;
k9k 700; k9k 704

retur ulei turbosuflanta DACIA SANDERO 1.5 dCi;

turbocharger oil return

DACIA SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Description

ALIMENTARE  FUEL SUPPLY

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

lungime [mm]: 950

length [mm]: 950

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

parte montare: in rezervor combustibil
pentru vehicule fara sistem retur
combustibil

mod de operare electric

diametru [mm] 134 mm

lungime [mm] 206 mm

presiune [bar] 3,5 bar

presiune [psi] 50,75 psi

tensiune [v] 12 v

fitting position: in the fuel tank

for vehicles without fuel return system
electric operating mode

diameter [mm] 134 mm

length [Mm] 206 mm

pressure [bar] 3.5 bar

pressure [psi] 50.75 psi

voltage [v] 12 v

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

parte din sistem alimentare cu combustibil
30290

component of fuel feed unit 30290

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ALIMENTARE « FUEL SUPPLY

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars

LR )

ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

curent de incarcare generator [a]: 125a
tensiune [v]: 14v

echipat cu fulie curea - glmm]: 56.5; numar
nervuri: 6

DACIA SANDERO 1.5 dCi;

charging current generator [a]: 125a
voltage [v] 14v

equipped with a pulley belt - gflmm]: 56.5;
ribs number: 6

curent de incarcare generator [a]: 98a
tensiune [v]: 14v

latime [mm]: 50

alezaj - glmm]: 10

echipat cu fulie curea - g[mm]: 55; numar
nervuri: 5

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

charging current generator [a]: 98a
voltage [v] 14v

width [mm]: 50

bore - glmm]: 10

equipped with a pulley belt - glmm]: 55;
ribs number: 5

grosime [mm]: 38

diametru interior [mm]: 17

diametru exterior [mm]: 76,4

diametru exterior [mm]: 58

filet interior (mm): m 16x1,5

profil cap surub-/piulita: hexagon interior
material: aluminiu

numar nervuri: 5

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

thickness [mm]: 38

interior diameter [mm]: 17

exterior diameter [mm]: 76.4

exterior diameter [mm]: 58

inner thread (mm): m 16x1, 5

head screw-/nut profile: inner hexagon
material: aluminum

number of ribs: 5

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

diametru exterior [mm]: 55
diametru interior [mm]: 17
inaltime [mm]: 42.5

numar nervuri : 6

outer diameter [mm]: 55
inner diameter [mm]: 17
height [mm]: 42.5
number of ribs : 6

grosime [mm]: 40.2

diametru exterior [mm]: 78

diametru exterior [mm]: 58

profil cap surub-/piulita: hexagon interior
material: aluminiu

numar nervuri: 6

thickness [mm]: 40.2

exterior diameter [mm]: 78

exterior diameter [mm]: 58

head screw-/nut profile: inner hexagon
material: aluminum

number of ribs: 6

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.6;

componenta alternator 30588 & 30306

component of alternator 30588 & 30306

DACIA SANDERO 1.5 dCi;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

componenta alternator 30588 DACIA SANDERO 1.5 dCi;

component of alternator 30588

componenta alternator 30588
dimensiuni ruiment (mm): 35x15x11

DACIA SANDERO 1.5 dCi;

component of alternator 30588
bearing sizes (mm): 35x15x11

componenta alternator 30306
dimensiuni rulment (mm): 47x 17x14

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

component of alternator 30306 RENAULT SANDERO 1.4; 1.6;

bearing sizes (mm): 47x 17x14

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

tensiune [v]: 12 v

putere electromotor [kw]: 1 kw
conector/clema cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 3

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 66 mm

numar dinti: 8

voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 3

direction of rotation: clockwise rotation
flange diameter [mm]: 66 mm

number of teeth: 8

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

componenta electromotor 30222
material: aluminiu

component of starter 30222
material: aluminium

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

componenta electromotor 30222

component of starter 30222

Innovation and tradition since 1924




-Am Romanian parts for Romanian cars

LR )

ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

componenta electromotor 30222
numar dinti : 8

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6;

RENAULT SANDERO 1.4; 1.6;
component of starter 30222
teeth number: 8

componenta electromotor 30222 DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;

component of starter 30222 RENAULT SANDERO 1.4; 1.6;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

componenta electromotor 30222

component of starter 30222

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

componenta electromotor 30222

component of starter 30222

parte montare: in spatele motorului DACIA SANDERO 1.5 dCi;
tensiune [v]: 12 v

putere electromotor [kw]: 1,1 kw
conector/clema: cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 2

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 65 mm

tip cutie viteza: cu reductor

numar dinti : 12

fitting position: behind of engine
voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 2

direction of rotation: clockwise rotation
flange diameter [mm]: 65 mm

number of teeth: 12

componenta electromotor 30293 DACIA SANDERO 1.5 dCi;

component of starter 30293

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

NG

parte montare: in fata motorului DACIA SANDERO 1.5 dCi;
tensiune [v]: 12 v

putere electromotor [kw]: 1,1 kw
conector/clema: cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 2

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 65 mm

tip cutie viteza: cu reductor

numar dinti : 12

fitting position: in front of engine
voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 2

direction of rotation: clockwise rotation
flange diameter [mm]: 65 mm
gearbox type: with reductor

number of teeth: 12

componenta electromotor 30194 DACIA SANDERO 1.5 dCi;

material: aluminiu

component of starter 30194
material: aluminium

componenta electromotor 30194 DACIA SANDERO 1.5 dCi;
impreuna cu rotorul 30258 se poate monta
si pe electromotorul 30293
component of starter 30194
together with stator 30258, it can be fixed

on starter 30293

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

componenta electromotor 30194 & 30293
numar dinti : 12

DACIA SANDERO 1.5 dCi;

component of starter 30194 & 30293
teeth number: 12

componenta electromotor 30194 & 30293 DACIA SANDERO 1.5 dCi;

component of starter 30194 & 30293

componenta electromotor 30194
impreuna cu statorul 30254 se poate monta
si pe electromotorul 30293

DACIA SANDERO 1.5 dCi;

component of starter 30194
together with stator 30254, it can be fixed
on starter 30293

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

I/

componenta electromotor 30194 & 30293 DACIA SANDERO 1.5 dCi;

component of starter 30194 & 30293

componenta electromotor 30194 & 30293 DACIA SANDERO 1.5 dCi;

component of starter 30194 & 30293

tip pompa: pompa duala
numar conexiuni: 2
greutate : 0,108 kg

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pump type: dual pump
number of connections: 2
weight: 0.108 kg

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru vehicule dupa an fabricatie 2008

for vehicles produce after 2008

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru luminare habitaclu in momentul in
care portiera se deschide

parte montare: usa fata/spate,
stanga/dreapta

for interior lighting when the door opens
fitting postion: door front/rear, left/right

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA SANDERO 1.4;
1.4 MPI LPG;
RENAULT SANDERO 1.4;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.6;

1.6 Hi-Flex;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA SANDERO 1.2 16V; 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

DACIA SANDERO 1.5 dCi;

DACIA SANDERO 1.5 dCi;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

pentru vehicule dupa an fabricatie 2006 DACIA SANDERO 1.2 16V;

1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

for vehicles produced after 2006

DACIA SANDERO 1.4;
1.4 MPI LPG;
RENAULT SANDERO 1.4;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

grosime [mm]: 0.7
material: metal

DACIA SANDERO 1.5 dCj;
RENAULT SANDERO 1.5 dCi;

thickness [mm]: 0.7
material: steel

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application
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Description

MOTOR « ENGINE

grosime [mm]: 0.8
material: metal

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
thickness [mm]: 0.8
material: steel

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 6

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 6

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 7

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 7

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 8

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 8

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 9

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la stanga

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 9

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

set 8bc

set 8pcs

RENAULT SANDERO 1.6;

set 8bc

set 8pcs

RENAULT SANDERO 1.6;

set 4bc

set 4pcs

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application
Description
MOTOR * ENGINE
set 4bc DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
T T set 4pcs RENAULT SANDERO 1.4; 1.6;
set 4bc DACIA SANDERO 1.5 dCi;
set 4bc
set 4bc DACIA SANDERO 1.5 dCi;
set 4bc

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

set 8bc (std) - reparatie 4bile

set 8pcs (std) - repair set for 4 connecting
rods

set reparatie 4pistoane DACIA SANDERO 1.5 dCi;

repair set for 4pistons

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

parte montare: sistem de ungere

fitting position: lubrication system

Innovation and tradition since 1924




:’A.g Romanian parts for Romanian cars

Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.6;

DACIA SANDERO 1.5 dCi;

dimensiune filet: m16x1.5
lungime filet [mm]: 12

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

thread: m16x1.5
lenght [mm]: 12

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application
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Description

MOTOR « ENGINE

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

utilizat la motoarele:

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; k4m714; k4dm744;
k4m745; kdm746; kAm750; k4m752;
k4m753; k4m766; kdm761; k4m782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;
1.5 dCi; 1.6; 1.6 Hi-Flex;

used for engine codes::

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; k4dm714; k4dm744;
k4m745; kdm746; k4m750; kdm752;
k4m753; k4m766; k4m761; k4m782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

componenta pompa ulei 30372 DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO 1.4;

1.5 dCi; 1.6; 1.6 Hi-Flex;

component of oil pump 30372

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.6;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

latime [mm]: 31

diametru interior [mm]: 11
diametru exterior [mm]: 120
numar dinti: 40

width [mm]: 31

inner diamter [mm]: 11
outer diamter [mm]: 120
number of teeth: 40

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

MOTOR « ENGINE

parte montare: punte fata, centru - partea
de jos
material: cauciuc/metal

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: front axle, center - lower
part
material: rubber/steel

parte montare: stanga
material: metal/cauciuc

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: left
material: metal/rubber

parte montare: stanga
material: aluminu (a356)

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: left
material: aluminum (a356)

Innovation and tradition since 1924
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Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

parte montare: dreapta
material: metal/cauciuc
mod operare: hidraulic

fitting position: right
material: metal/rubber
operating mode: hydraulic

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

parte montare: punte fata dreapta
material: cauciuc/metal

fitting position: front axle right
material: rubber/steel

DACIA SANDERO 1.5 dCi;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

RACIRE « COOLING SYSTEM

parte montare: radiator apa
material: aluminu

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

fitting position: water radiator
material: aluminu

parte montare: radiator apa
material: aluminu

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

fitting position: water radiator
material: aluminu

parte montare: radiator apa, partea
inferiorara
material: cauciuc

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: water radiator, inferior part
material: rubber

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

RACIRE « COOLING SYSTEM

grosimea: 16mm
latimea: 538mm
inaltimea: 388.4mm
material: aluminu
fara uscator

DACIA SANDERO 1.5 dCi;

thickness: 16mm
width: 538mm
height: 388.4mm
material: aluminum
without dryer

grosimea: 16mm
latimea: 514mm
inaltimea: 377.5mm
material: aluminu
cu uscator

DACIA SANDERO 1.4; 1.5 dCi;
1.6; 1.6 MPI 85;

RENAULT SANDERO 1.4;

1.5 dCi; 1.6; 1.6 Hi-Flex;

thickness: 16mm
width: 514mm
height: 377.5mm
material: aluminum
with dryer

Innovation and tradition since 1924



-:Am Romanian parts for Romanian cars

LR )

ASAM no.

Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

DACIA SANDERO 1.4;
1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.4;
1.4 MPI LPG;
RENAULT SANDERO 1.4;

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

y
3

temperatura de deschidere: 89 °c DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
1.6 Hi-Flex;

opening temperature: 89°c

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

temperatura de deschidere: 89 °c

opening temperature: 89°c

DACIA SANDERO 1.2 16V; 1.4;
1.4 MPI LPG; 1.6;
RENAULT SANDERO 1.4; 1.6;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: sistem racire DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: cooling system

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

. 1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
f — 1.6 Hi-Flex;

Innovation and tradition since 1924



-Am Romanian parts for Romanian cars

LR )

ASAM no. Remarks OE Code Application

Description

ESAPAMENTE « EXHAUST SYSTEM

material: cauciuc DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

material: rubber

toba finala
material: tabla otel aluminizata

DACIA SANDERO 1.4;

1.4 MPI LPG; 1.6; 1.6 MPI 85;
RENAULT SANDERO 1.4; 1.6;
rear muffler 1.6 Hi-Flex;

material: aluminized steel

toba finala
material: tabla otel aluminizata

DACIA SANDERO 1.5 dCi;
RENAULT SANDERO 1.5 dCi;

rear muffler
material: aluminized steel

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ESAPAMENTE « EXHAUST SYSTEM

teava de legatura / toba intermediara

DACIA SANDERO 1.5 dCi;
material: tabla otel aluminizata

RENAULT SANDERO 1.5 dCi;

exhaust pipe/ intermediary muffler
material: aluminized steel

toba intermediara

DACIA SANDERO 1.4;
material: tabla otel aluminizata

1.4 MPI LPG; 1.6; 1.6 MPI 85;

RENAULT SANDERO 1.4; 1.6;
intermediary muffler

material: aluminized steel

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

ELEMENTE OPTICE « OPTICAL ELEMENTES

parte montare: stanga / dreapta DACIA SANDERO 1.2 16V;

bec: h8 35w 1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
fitting position: front, left/right 1.6 MPI 85;
bulb: h8 35w RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

pentru proiector ceata 16009 DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

for fog lamp 16009

parte montare: bara spate (iluminare numar
inmatriculare)

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: rear bumber (lighting
registration number)

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

parte montare: stanga
reglaj electric

cu incalzire 1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;
fitting position: left RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

electrical adjustmanet
with heating

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

parte montare: dreapta
reglaj electric

cu incalzire 1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;
fitting position: right RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

electrical adjustmanet
with heating

Innovation and tradition since 1924
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ASAM no.
Description

Remarks

OE Code Application

CAROSERIE - BODY PARTS

parte montare: oglinda exterioara stanga
(30362)

incalzit

carcasa plastic

fitting position: exterior mirror left (30362)
with heating
with plastic frame

parte montare: oglinda exterioara dreapta
(30361)

incalzit

carcasa plastic

fitting position: exterior mirror right (30361)
with heating
with plastic frame

lungime [mm]:523
cursa [mm]: 223

forta de ejectare: 370 n
diametru [mm]: 18
diametru tija [mm]: 8

length[mm]:523
stroke [mm]: 223
eject force: 370 n
diameter [mm]: 18
rod diameter [mm]: 8

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

V4

parte montare: usa exterior fata & DACIA SANDERO 1.2 16V;

stanga/dreapta 1.2 16V Bifuel; 1.4;
set 2buc 1.4 MPI LPG; 1.5 dCi; 1.6;
kit montare inclus 1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: door (outer part) front
left/right

set 4pcs

mounting kit included

parte montare: usa exterior spate & DACIA SANDERO 1.2 16V;

stanga/dreapta 1.2 16V Bifuel; 1.4;
set 2buc 1.4 MPI LPG; 1.5 dCi; 1.6;
kit montare inclus 1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: door (outer part) rear
left/right

set 4pcs

mounting kit included

Y 4

Innovation and tradition since 1924
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Description

CAROSERIE - BODY PARTS

parte montare: caroserie fata DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

fitting position: body front

parte montare: fata dreapta DACIA SANDERO 1.2 16V;

tip carlig 1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
fitting position: front right 1.6 MPI 85;
hook type RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: fata stanga DACIA SANDERO 1.2 16V;

tip carlig 1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
fitting position: front left 1.6 MPI 85;
hook type RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

material: plastic abs

material: abs plastic

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

4

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: habitaclu
set fixare usita compartiment depozitare

fitting position: interor

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

lungime [mm]: 890 DACIA SANDERO 1.2 16V;

y filet: m6x1 1.2 16V Bifuel; 1.4;
/ 1.4 MPI LPG; 1.5 dCi; 1.6;
length [mm]: 890 1.6 MPI 85;
thread diameter: méx1 RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no.

Remarks

Application

Description

CAROSERIE - BODY PARTS

reglabil (0°+90°)
filet: m16x1

adjustable (0°+90°)
thread: m16x1

material: otel cu sectiune dreptunghiulara
sarcina maxima: 80kg
kit montare inclus

material: steel rectangular section
maximum load: 80kg
mounting kit included

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

material: aluminiu
sarcina maxima: 75kg
kit montare inclus

material: aluminum
maximum load: 75kg
mounting kit included

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

set 10buc
mentinere carenaj (aripa interioara)
material: plastic

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

set 10pcs
for fastening the mudguard
material: plastic

O)\

parte montare: fata dreapta
material: plastic cu rezistenta sporita la soc

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

fitting position: front axle right
material: plastic with high resistance to
shock

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

parte montare: fata stanga
material: plastic cu rezistenta sporita la soc

fitting position: front axle left
material: plastic with high resistance to
shock

Innovation and tradition since 1924
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ASAM no.

Remarks OE Code

Application

Description

CAROSERIE - BODY PARTS

diametrul jantei:15”

latimea jantei: 6j

et: 50mm

gauri prindere:4x100x12.5mm
materiale: 0l37 a2/a3

diameter: 15"

width: 6j

et/offset: 50mm

mounting holes: 4x100x12.5mm
material: 0l37 a2/a3

diametrul jantei: 14"

latimea jantei: 5 %2 j

et: 43mm

gauri prindere:4x100x12.5mm
materiale: 0l37 a2/a3

diameter: 14"

width: 5 % j

et/offset: 43mm

mounting holes: 4x100x12.5mm
material: 0l37 a2/a3

Innovation and tradition since 1924

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

parte montare: dreapta DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

fitting postion: front bumper right

parte montare: stanga DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;

1.6 Hi-Flex;

fitting postion: front bumper left

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

polaritate: 7 poli, cu stecher montat
lungime cablu: 1300mm

pentru dispozitiv remorcare 70210, 70211,
01325

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

polarity: 7 poles, with plug fitted

ength: 1300mm

for trailer coupling device 70210, 70211,
01325

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

kit montare inclus

diametrul rotulei de cuplare: g50mm
lungimea bratului rotulei:175mm
materiale: olc30

greutate max. tractata: 1355kg
greutate max. autorizata vehicul: 1652kg
reutate max. dispozitiv: 18kg
sarcina verticala s: 75kg
caracteristica d: 7.3kn

tipul aprobarii: ec94/20

timp montare < lora

DACIA SANDERO 1.2 16V;
1.2 16V Bifuel; 1.4;

1.4 MPI LPG; 1.5 dCi; 1.6;
1.6 MPI 85;

RENAULT SANDERO

1.0 Hi-Flex; 1.4; 1.5 dCi; 1.6;
1.6 Hi-Flex;

mounting kit included

coupling kneecap diameter: 850mm
kneecap arm length: 175mm
materials: olc30

maximum towed weight: 1355kg
authorized maximum vehicle weight:
1652kg

device maximum weight: 18kg

s vertical load: 75kg

feature d: 7.3kn

type approval: ec94/20

installation time < 1hr

Innovation and tradition since 1924






DACIA Renault
DUSTER




Va

riant

Variants Year CP m?3

DACIA DUSTER 1.5 dCi 2010.04 >> 63 86 1461
DACIA DUSTER 1.5 dCi 2010.10 >> 66 90 1461
DACIA DUSTER 1.5 dCi 2010.06 >> 79 107 1461
DACIA DUSTER 1.5 dCi 4x4 2010.10 >> 66 90 1461
DACIA DUSTER 1.5 dCi 4x4 2010.06 >> 79 107 1461
DACIA DUSTER 1.5 dCi 4x4 2010.10 >> 81 110 1461
DACIADUSTER 1.6 16V 2010.04 >> 77 105 1598
DACIA DUSTER 1.6 16V 4x4 2010.06 >> 77 105 1598
DACIADUSTER 1.6 16V LPG 2011.04 >> 74 100 1598
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ASAM no. OE Code Application

Description

DIRECTIE « STEERING

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4;

parte montare: punte fata stanga/dreapta

fitting position: front axle left/right

DACIA DUSTER 1.5 dCj;
1.6 16V; 1.6 16V LPG;

parte montare: punte spate stanga/dreapta
materiale: 37cr10 & 40cr10 matritat stas
11500/2-89

fitting position: rear axle left/right
materials: 37cr10 & 40cr10 molding
11500/2-89 stas

DACIA DUSTER 1.5 dCj;
1.6 16V; 1.6 16V LPG;

parte montare: punte spate stanga/dreapta
dimensiuni rulment

latime (mm): 30

diametru interior (mm): 48

diametru exterior (mm): 62

fitting position: rear axle left/right

kit includes: 1bearing + 1circleclip + laxle
nut

bearing size

width (mm): 30

inner diameter (mm): 48

outter diameter (mm): 62

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

SUSPENSIE « SUSPENSION

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: punte fata stanga/dreapta
material: cauciuc/metal

fitting position: front axle left/right
material: rubber/metal

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

parte montare: planetara stanga/dreapta
spre roata

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;

1.6 16V 4x4; 1.6 16V LPG;
fitting position: cv joint left/right wheel side

set-ul contine:

1buc - placa presiune 30324
1buc - disc ambreiaj 30325
1buc - rulment presiune 30174

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

the kit contains:

1pc - clutch plate 30324

1pc - clutch disc 30325

1pc - bearing pressure 30174

diametru [mm]: 200 DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

diameter [mm]: 200

Innovation and tradition since 1924
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Application

Description

TRANSMISIE - TRANSMISSION

diametru [mm]: 200 mm

numarul arcurilor de preluare a socurilor: 6
suprafata activa a ferodoului: 167cm?/o fata
profil butuc: 20x21,9-26n

numar dinti: 26

diameter [mm]: 200
number springs: 6

ferodo area: 167cm?/1side
hub profile: 20x21.9-26n
number of teeth: 26

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

diametrul gulerului de actionare a placii de
presiune [mm]: interior 30, exterior 37
diametrul exterior al rulmentului [mm]: 48
diametrul canalului de culisare pe priza de
putere [mm]: 26.5

distanta intre elementele de fixare a furcii
de actionare [mm]: 10.5

inaltimea rulmentului de presiune [mm]: 29

diameter of the drive collar pressure plate
[mm]: inner 30, outter 37

outer diameter of the bearing [mm]: 48
channel diameter slide on the pto [mm]:
26.5

distance between fasteners to drive fork
[mm]: 10.5

bearing pressure height [mm]: 29

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: sistem transmisie

fitting position: transmition system

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

TRANSMISIE - TRANSMISSION

6pk1203

pentru vehicule cu servodirectie asistata
lungime [mm]: 1203

latime [mm]: 21.4

numar caneluri: 6

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

for vehicles without manual steering
length [mm]: 1203

width [mm]: 21.4

number of ribs: 6

pentru vehicule cu ac DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

for vehicles with ac

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

TRANSMISIE - TRANSMISSION

pentru vehicule cu ac DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

for vehicles with ac

motorizarile 1.5dci - pentru vehicule cu ac
motorizarile 1.6 16v - pentru vehicule fara
ac

DACIA DUSTER 1.5 dCi;
1.5dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

1.5dci engines - for vehicles with ac
1.6 16v engines - for vehicles without ac

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

DISTRIBUTIE « BELT DRIVE

diametrul rolei de actionare: 52mm
inaltimea rolei de actionare: 35mm
numarul paletelor: 10

diametrul rotorului cu palete: 70mm
corpul pompei este din aluminiu.

rola de actionare si axul sunt realizate din
otel inoxidabil.

rotorul cu palete este realizat dintr-un aliaj
de alama.

rotorul cu palete este realizat prin turnare si
prelucrarea cotei de montaj pe axul
pompei.

DACIA DUSTER 1.5 dCi;

gear (roller) - diameter: 52mm

gear (roller) - height: 35mm

number of pallets: 10

rotor with pallets - diameter: 70mm

pump body is aluminum.

the gear (roller) and axle are made of
stainless steel.

the rotor with pallets is made from a brass
alloy.

the rotor with pallets is realized by casting
and thru the processing of the assembly
listing on the pump axle.

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

DISTRIBUTIE « BELT DRIVE

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

Innovation and tradition since 1924
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Description

FRANARE « BRAKE SYSTEM

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: punte fata stanga/dreapta
material: fonta cu grafit lamelar

duritate: 207-255hb

dezechilibrul radial:max 20gr¥cm
rugozitate :3,2pm

diametrul discului: 269mm

grosimea discului:23mm

grosimea minima:10.6mm

fitting position: front axle left/right
material: cast iron with lamellar graphite
hardness: 207-255hb

radial disequilibrium: max 20gr¥cm
roughness: 3.2 um

disc diameter: 269mm

disc thickness: 23mm

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

parte montare: punte fata stanga/dreapta
set 4buc

lungime 1 [mm]: 155.1

fnaltime 1 [mm]: 64.7

lungime 2 [mm]: 155.1

inaltime 2 [mm]: 59.4

grosime [mm]: 17.9

fitting position: front axle left/right
set 4pcs

length 1[mm]: 155.1

height 1[mm]: 64.7

length 2[mm]: 155.1

height 2[mm]: 59.4

thickness [mm]: 17.9

DACIA DUSTER 1.5 dCi;
1.6 16V; 1.6 16V LPG;

parte montare: punte spate stanga/dreapta
raza (mm): 228
latimea (mm): 39

fitting position: rear axle left/right
radius (mm): 228
width (mm): 39

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

FRANARE « BRAKE SYSTEM

flexibil

parte montare: punte spate stanga/dreapta
lungime [mm]: 309

filet: m10x1

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

flexible

fitting position: rear axle left/right
length [mm]: 309

thread: m10x1

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

FILTRARE * FILTERS

DACIA DUSTER 1.5 dCi;
1.6 16V; 1.6 16V 4x4;
1.6 16V LPG;

diametru exterior [mm]: 76
diametru simering [mm]: 72
dimensiune filet [mm]: m20x1,5
fnaltime [mm]: 50mm

diameter [mm]: 76

seal diameter [mm]: 72
thread size [mm]: m20x1, 5
height [mm]: 50mm

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

diametru [mm]: 62

inaltime [mm]: 143

preparare combustibil: injectie benzina
diametru admisie [mm]: 8

diametru evacuare [mm]: 8

diameter [mm]: 62

height [mm]: 143

fuel mixture formation: petrol injection
inlet ¥ [mm]: 8

outlet F [mm]: 8

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

diametru exterior [mm]: 89
inaltime [mm]: 195
diametru admisie [mm]: 10
diametru evacuare [mm]: 10
filet: m10x1.5

diameter [mm]: 89
height [mm]: 195
inlet F [mm]: 10
outlet ¥ [mm]: 10
thread: m10x1.5

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

FILTRARE « FILTERS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

lungime (mm): 376
latime (mm): 83
inaltime (mm): 57

length (mm): 376
width (mm): 83
height (mm): 57

lungime (mm): 142
latime 1(mm): 176
latime 2(mm): 98
inaltime (mm): 78

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

length (mm): 142
width 1(mm): 176
width 2(mm): 98
height (mm): 78

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

lungime (mm): 184.5
latime (mm): 180
inaltime (mm): 27.8

length (mm): 184.5
width (mm): 180
height (mm): 27.8

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

APRINDERE - IGNITION

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

lungimea electrodului activ:23mm
lungime totala:92mm

hexagon stringere :10mm x 7mm.
filet stringere : m10x1mm.

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

filet exterior (mm) 14
pas filet [mm] 1,25
lungime filet [mm] 19
deschidere cheie 16
pozitia scanteii (mm) 4
numar poli 4

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks

Description

APRINDERE ¢ IGNITION

distanta dintre electrozi [mm] 0,9
moment strangere [nm] 28

filet exterior (mm) 14

pas filet [mm] 1,25

lungime filet [mm] 19

deschidere cheie 16

pozitia scanteii (mm) 3

numar poli 1

material: silicone
tip conectori: sae; m4

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924



-id.m Romanian parts for Romanian cars
ASAM no. Remarks OE Code Application

LR )

Description

ALIMENTARE  FUEL SUPPLY

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: in rezervor combustibil
pentru vehicule fara sistem retur
combustibil

mod de operare electric

diametru [mm] 134 mm

lungime [mm] 206 mm

presiune [bar] 3,5 bar

presiune [psi] 50,75 psi

tensiune [v] 12 v

fitting position: in the fuel tank

for vehicles without fuel return system
electric operating mode

diameter [mm] 134 mm

length [Mm] 206 mm

pressure [bar] 3.5 bar

pressure [psi] 50.75 psi

voltage [v] 12 v

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte din sistem alimentare cu combustibil
30290

component of fuel feed unit 30290

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ALIMENTARE « FUEL SUPPLY

. 4

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

curent de incarcare generator [a]: 125a
tensiune [v]: 14v

echipat cu fulie curea - glmm]: 56.5; numar
nervuri: 6

DACIA DUSTER 1.5 dCi;

charging current generator [a]: 125a
voltage [v] 14v

equipped with a pulley belt - gflmm]: 56.5;
ribs number: 6

diametru exterior [mm]: 55
diametru interior [mm]: 17
inaltime [mm]: 42.5

numar nervuri : 6

DACIA DUSTER 1.5 dCi;
1.6 16V; 1.6 16V 4x4;
1.6 16V LPG;

outer diameter [mm]: 55
inner diameter [mm]: 17
height [mm]: 42.5
number of ribs : 6

grosime [mm]: 40.2

diametru exterior [mm]: 78

diametru exterior [mm]: 58

profil cap surub-/piulita: hexagon interior
material: aluminiu

numar nervuri: 6

DACIA DUSTER 1.5 dCi;

thickness [mm]: 40.2

exterior diameter [mm]: 78

exterior diameter [mm]: 58

head screw-/nut profile: inner hexagon
material: aluminum

number of ribs: 6

Innovation and tradition since 1924
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ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

componenta alternator 30588 & 30306 DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;

component of alternator 30588 & 30306 1.6 16V 4x4; 1.6 16V LPG;

componenta alternator 30588 DACIA DUSTER 1.5 dCi;

component of alternator 30588

componenta alternator 30588 DACIA DUSTER 1.5 dCi;

dimensiuni rulment (mm): 35x15x11

component of alternator 30588
bearing sizes (mm): 35x15x11

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

componenta alternator 30306
dimensiuni ruiment (mm): 47x 17x14

DACIA DUSTER 1.5 dCi;

component of alternator 30306
bearing sizes (mm): 47x 17x14

tensiune [v]: 12 v

putere electromotor [kw]: 1 kw
conector/clema cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 3

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 66 mm

numar dinti: 8

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 3

direction of rotation: clockwise rotation
flange diameter [mm]: 66 mm

number of teeth: 8

componenta electromotor 30222
material: aluminiu

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

component of starter 30222
material: aluminium

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA DUSTER 1.6 16V;

componenta electromotor 30222
1.6 16V 4x4; 1.6 16V LPG;

component of starter 30222

DACIA DUSTER 1.6 16V;

componenta electromotor 30222
1.6 16V 4x4; 1.6 16V LPG;

numar dinti : 8

component of starter 30222
teeth number: 8

DACIA DUSTER 1.6 16V;

componenta electromotor 30222
1.6 16V 4x4; 1.6 16V LPG;

component of starter 30222

Innovation and tradition since 1924
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Description

ELECTRICA « ELECTRICS

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

componenta electromotor 30222

component of starter 30222

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

componenta electromotor 30222

component of starter 30222

parte montare: in fata motorului DACIA DUSTER 1.5 dCi;
tensiune [v]: 12 v

putere electromotor [kw]: 1,1 kw
conector/clema: cu clema 50(jet)

numarul gaurilor de fixare: 3

numarul gaurilor filetate: 2

directia de rotatie: rotatie in directia acelor
de ceasornic

diametru flansa [mm]: 65 mm

tip cutie viteza: cu reductor

numar dinti : 12

fitting position: in front of engine
voltage [v] 12 v

power [kw]: 1,1 kw

connector / clamp: the clamp 50 (jet)
number of mounting holes: 3

threaded holes number: 2

direction of rotation: clockwise rotation
flange diameter [mm]: 65 mm
gearbox type: with reductor

number of teeth: 12

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

componenta electromotor 30194 DACIA DUSTER 1.5 dCi;

material: aluminiu

component of starter 30194
material: aluminium

componenta electromotor 30194
impreuna cu rotorul 30258 se poate monta
si pe electromotorul 30293

DACIA DUSTER 1.5 dCj;

component of starter 30194
together with stator 30258, it can be fixed
on starter 30293

componenta electromotor 30194 & 30293 DACIA DUSTER 1.5 dCi;

numar dinti : 12

component of starter 30194 & 30293
teeth number: 12

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

ELECTRICA « ELECTRICS

componenta electromotor 30194 & 30293 DACIA DUSTER 1.5 dCi;

component of starter 30194 & 30293

componenta electromotor 30194 DACIA DUSTER 1.5 dCi;
impreuna cu statorul 30254 se poate monta

si pe electromotorul 30293

component of starter 30194
together with stator 30254, it can be fixed
on starter 30293

componenta electromotor 30194 & 30293 DACIA DUSTER 1.5 dCi;

component of starter 30194 & 30293

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

ELECTRICA « ELECTRICS

componenta electromotor 30194 & 30293 DACIA DUSTER 1.5 dCi;

component of starter 30194 & 30293

tip pompa: pompa duala
numar conexiuni: 2
greutate : 0,108 kg

DACIA DUSTER 1.5 dCi;
1.5dCi4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

pump type: dual pump
number of connections: 2
weight: 0.108 kg

pentru vehicule dupa an fabricatie 2008 DACIA DUSTER 1.5 dCi;
1.5dCi 4x4; 1.6 16V;

for vehicles produce after 2008 1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

pentru luminare habitaclu in momentul in
care portiera se deschide

parte montare: usa fata/spate,
stanga/dreapta

for interior lighting when the door opens
fitting postion: door front/rear, left/right

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

ELECTRICA « ELECTRICS

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCj;

DACIA DUSTER 1.5 dCj;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924



-Am Romanian parts for Romanian cars
ASAM no. Remarks OE Code

Application

Description

MOTOR « ENGINE

grosime [mm]: 0.7
material: metal

thickness [mm]: 0.7
material: steel

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 6

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 6

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

MOTOR « ENGINE

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

parte montare: arbore cotit/vibrochen (spre
cutie viteze)

diametru interior [mm]: 35

diametru exterior [mm]: 47

grosime [mm]: 7

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la dreapta

fitting position: crankshaft (gearbox side)
inner diameter [mm]: 35

outter diamter [mm]: 47

thickness [mm]: 7

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning right

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 8

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 8

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

parte montare: arbore cotit/vibrochen (spre
roata)

diametru interior [mm]: 80

diametru exterior [mm]: 100

grosime [mm]: 9

material: ptfe (teflon)/acm (cauciuc
poliacrilic)

rasucire la stanga

DACIA DUSTER 1.5 dCj;
1.5 dCi 4x4;

fitting position: crankshaft (wheel side)
inner diameter [mm]: 80

outter diamter [mm]: 100

thickness [mm]: 9

material: ptfe (teflon) / acm (polyacrylic
rubber)

turning left

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

set 8bc DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

set 8pcs

set 8bc DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

set 8pcs

set 4bc DACIA DUSTER 1.5 dCi;

set 4bc

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

set 4bc DACIA DUSTER 1.5 dCi;

set 4bc

set 8bc (std) - reparatie 4bile DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;
set 8pcs (std) - repair set for 4 connecting

rods

set reparatie 4pistoane DACIA DUSTER 1.5 dCi;

repair set for 4pistons

Innovation and tradition since 1924
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ASAM no. Remarks Application

Description

MOTOR « ENGINE

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

dimensiune filet: m16x1.5
lungime filet [mm]: 12

thread: m16x1.5
lenght [mm]: 12

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

utilizat la motoarele:

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; kdm714; k4dm744;
k4m745; kdm746; k4m750; k4dm752;
k4m753; kdm766; k4dm761; k4m782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

used for engine codes::

k4j710; k4j711; k4j712; k4j713; k4j714;
k4j730; k4j732; k4j750; k4j770; k4j780
k4m690; k4m700; k4m701; k4m708;
k4m709; k4m710; k4m714; kdm744;
k4m745; kdm746; k4m750; kdm752;
k4m753; k4m766; k4m761; k4m782;
k4m790; k4m791; k4m794; k4m800;
k4m801; k4m804

k9k700; k9k702; k9k704; k9k710; k9k712;
k9k722; k9k728; k9k729; k9k752; k9k790;
k9k790

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

componenta pompa ulei 30372

component of oil pump 30372

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924 h



-Am Romanian parts for Romanian cars

LR )

Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA DUSTER 1.5 dCi;
1.6 16V; 1.6 16V 4x4;
1.6 16V LPG;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

latime [mm]: 31

diametru interior [mm]: 11
diametru exterior [mm]: 120
numar dinti: 40

width [mm]: 31

inner diamter [mm]: 11
outer diamter [mm]: 120
number of teeth: 40

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

MOTOR « ENGINE

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

grosimea: 25mm

latimea: 585mm

inaltimea: 414.5mm

capacitate lichid racire: 1.6l

diametru admisie: 32mm

diametru evacuare: 32mm

suprafata de racire este din aluminiu
bazinele de inchidere sunt din material
plastic

thickness: 25mm

width: 585mm

height: 414.5mm

liquid cooling capacity: 1.6l

inlet diameter: 32mm

outlet diameter: 32mm

cooling surface is aluminum

the closing basins are from plastic material

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: radiator apa, partea
inferiorara
material: cauciuc

fitting position: water radiator, inferior part
material: rubber

DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Description

RACIRE « COOLING SYSTEM

temperatura de deschidere: 89 °c DACIA DUSTER 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

opening temperature: 89°c

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4;

temperatura de deschidere: 89 °c

opening temperature: 89°c

DACIA DUSTER 1.5 dCj;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

RACIRE « COOLING SYSTEM

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: sistem racire

fitting position: cooling system

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Description

ESAPAMENTE « EXHAUST SYSTEM

material: cauciuc DACIA DUSTER 1.5 dCi;

1.5 dCi 4x4; 1.6 16V;

material: rubber 1.6 16V 4x4; 1.6 16V LPG;

toba finala

DACIA DUSTER 1.5 dCi;
material: tabla otel aluminizata

rear muffler
material: aluminized steel

toba finala

DACIA DUSTER 1.5 dCi;
material: tabla otel aluminizata

rear muffler
material: aluminized steel

Innovation and tradition since 1924



-:A.m Romanian parts for Romanian cars

LR )

ASAM no. Remarks OE Code Application

Description

ESAPAMENTE « EXHAUST SYSTEM

teava de legatura / toba intermediara
material: tabla otel aluminizata

DACIA DUSTER 1.5 dCi;

exhaust pipe/ intermediary muffler
material: aluminized steel

teava de legatura / toba intermediara
material: tabla otel aluminizata

DACIA DUSTER 1.5 dCi;

exhaust pipe/ intermediary muffler
material: aluminized steel

teava de legatura / toba intermediara
material: tabla otel aluminizata

DACIA DUSTER 1.5 dCi 4x4;

exhaust pipe/ intermediary muffler
material: aluminized steel

Innovation and tradition since 1924
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Description

ELEMENTE OPTICE « OPTICAL ELEMENTES

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: stanga / dreapta
bec: h8 35w

fitting position: front, left/right
bulb: h8 35w

pentru proiector ceata 16009 DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;

for fog lamp 16009 1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCj;
1.5dCi4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: aripa fata stanga/dreapta

fitting position: front fender left/right

Innovation and tradition since 1924
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Description

CAROSERIE - BODY PARTS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: stanga
reglaj electric
cu incalzire

fitting position: left
electrical adjustmanet
with heating

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: dreapta
reglaj electric
cu incalzire

fitting position: right
electrical adjustmanet
with heating

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: oglinda exterioara stanga
(30362)

incalzit

carcasa plastic

fitting position: exterior mirror left (30362)
with heating
with plastic frame

DACIA DUSTER 1.5 dCi;
1.5dCi4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: oglinda exterioara dreapta
(30361)

incalzit

carcasa plastic

fitting position: exterior mirror right (30361)
with heating
with plastic frame

DACIA DUSTER 1.5 dCi;
1.5dCi4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

lungime [mm]:592
cursa [mm]: 243

forta de ejectare: 360 n
diametru [mm]: 18
diametru tija [mm]: 8

length[mm]:592
stroke [mm]: 243
eject force: 360 n
diameter [mm]: 18
rod diameter [mm]: 8

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

lungime [mm]:405
cursa [mm]: 150

forta de ejectare: 615 n
diametru [mm]: 18
diametru tija [mm]: 8

length[mm]:405
stroke [mm]: 150
eject force: 615 n
diameter [mm]: 18
rod diameter [mm]: 8

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: caroserie fata

fitting position: body front

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

material: plastic abs DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;

material: abs plastic 1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCj;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

4

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

parte montare: habitaclu
set fixare usita compartiment depozitare

fitting position: interor

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

lungime [mm]: 890
filet: m6x1

length [mm]: 890
thread diameter: méx1

Innovation and tradition since 1924
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ASAM no. OE Code Application

Description

CAROSERIE - BODY PARTS

reglabil (0°+90°)
filet: m16x1

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;

1.6 16V 4x4; 1.6 16V LPG;
adjustable (0°+90°)
thread: m16x1

set 10buc
mentinere carenaj (aripa interioara)
material: plastic

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

set 10pcs
for fastening the mudguard
material: plastic

kit montare inclus

diametrul rotulei de cuplare: g50mm
lungimea bratului rotulei:175mm
materiale: olc30

greutate max. tractata: 1200kg (4x2); 1500
kg (4x4)

greutate max. autorizata vehicul: 1950 kg
reutate max. dispozitiv: 17kg

sarcina verticala s: 75kg

caracteristica d: 8.32 kn

tipul aprobarii: ec94/20

timp montare < lora

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

mounting kit included

coupling kneecap diameter: 850mm
kneecap arm length: 175mm
materials: olc30

maximum towed weight: 1200kg (4x2);
1500kg (4x4)

authorized maximum vehicle weight:
1950kg

device maximum weight: 17kg

s vertical load: 75kg

feature d: 8.32kn

type approval: ec94/20

installation time < 1hr

Innovation and tradition since 1924
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Photo ASAM no. Remarks OE Code Application

Description

CAROSERIE - BODY PARTS

DACIA DUSTER 1.5 dCi;
1.5 dCi 4x4; 1.6 16V;
1.6 16V 4x4; 1.6 16V LPG;

polaritate: 7 poli, cu stecher montat
lungime cablu: 1300mm

pentru dispozitiv remorcare 70210, 70211,
01325

polarity: 7 poles, with plug fitted

ength: 1300mm

for trailer coupling device 70210, 70211,
01325

Innovation and tradition since 1924







Romanian parts for Romanian cars

_pa

e
b

: a
.

L

Unique distributor:

CONEX(

CONEX Distribution SA
IASI, 700180, Romania, 32 Calea Chisinaului Street
Tel./Fax: +40 232-273,443; 215,059
E-mail: contact@conexdist.ro
www.conexdist.ro




